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It is important for operators to use limited radio resources efficiently.  In general, operators want to provide Broadcast/Multicast service without causing traffic congestion.  In addition, during a little traffic, we also would like to provide this service as far as radio resources are available. 

If the Broadcast/Multicast area which users can receive data were changed dynamically, above problem would be resolved.  When it’s a heavy traffic, the area should be created small to obtain public conversation capacities.  On the other hands, during a little traffic, the area should be expanded as large as the cell.

Although there might be several solutions to avoid traffic congestion, a method of control the Broadcast/Multicast area with power control of the base station might be suitable one.
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The present document has been developed within the 3rd Generation Partnership Project (3GPP TM) and may be further elaborated for the purposes of 3GPP.
 
The present document has not been subject to any approval process by the 3GPP Organizational Partners and shall not be implemented.
 
This Specification is provided for future development work within 3GPP only. The Organizational Partners accept no liability for any use of this Specification.
Specifications and reports for implementation of the 3GPP TM system should be obtained via the 3GPP Organizational Partners' Publications Offices.

12 Administration and Control

The operator should have the ability to control the set of multicast and broadcast services offered within its network. Further, the operator should be able to designate the area in which a multicast or broadcast service is to be offered.

The operator should also be able to limit a certain multicast service at pre-determined time frames. This information should be relayed to the terminal.

For each multicast and broadcast service, the operator should be able to determine the level of QoS with which the service is to be offered.

An operator should be able to limit certain multicast services to a group of subscribers. These subscribers are authorized to join the multicast group and receive the multicast service.
An operator should also be able to control the size of Broadcast/Multicast Area according to the traffic congestion or radio resources in the cell.






























