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Terms and definitions

C

Cable, Connector, and Combiner Losses (Transmitter) (dB): The combined losses of all transmission system components between the transmitter output and the antenna input (all losses in positive dB values).

…

Cell: Radio network object that can be uniquely identified by a User Equipment from a (cell) identification that is broadcasted over a geographical area from one UTRAN Access Point. A Cell is either FDD or TDD mode.

Cell Radio Network Temporary Identifier (C-RNTI): The  C-RNTI is a UE identifier allocated by a controlling RNC and it is unique within one cell controlled by the allocating CRNC. C-RNTI can be reallocated when a UE accesses a new cell with the cell update procedure.

Cellular Text telephone Modem (CTM):  A modulation and coding method intended for transmission of text in voice channels for the application of real time text conversation.

Chargeable Event: An activity utilising telecommunications network infrastructure and related services for user to user communication (e.g. a single call, a data communication session or a short message), or for user to network communication (e.g. service profile administration), or for inter-network communication (e.g. transferring calls, signalling, or short messages), or for mobility (e.g. roaming or inter-system handover), which the network operator wants to charge for. The cost of a chargeable event may cover the cost of sending, transporting, delivery and storage. The cost of call related signalling may also be included.

…

T

Teleaction service: A type of telecommunication service that uses short messages, requiring a low transmission rate, between the user and the network (source: ITU-T I.112).

Telecommunication service: That which is offered by a PLMN operator or service provider to  its customers in order to satisfy a specific telecommunication requirement. (source: GSM 01.04, ITU-T I.112). Telecommunication services are divided into two broad families: bearer services and teleservices (source: ITU-T I.210).

Teleservice: Is a type of telecommunication service that provides the complete capability, including terminal equipment functions, for communication between users according to standardised protocols and transmission capabilities established by agreement between operators.

Terminal: A device into which a UICC can be inserted and which is capable of providing access to UMTS services to users, either alone or in conjunction with a UICC.

Terminal equipment: Equipment that provides the functions necessary for the operation of the access protocols by the user (source: GSM 01.04). A functional group on the user side of a user-network interface (source: ITU-T I.112).

Test environment: A "test environment" is the combination of a test propagation environment and a deployment scenario, which together describe the parameters necessary to perform a detailed analysis of a radio transmission technology.

Text conversation: Real time transfer of text between users in at least two locations.
Text Telephony : An audiovisual conversation service providing bi-directional real time transfer of text and optionally audio between users in two locations. Audio may be transmitted alternating with text or simultaneously with text. (Source ITU-T F.703)

Throughput: A parameter describing service speed. The number of data bits successfully  transferred in one direction between specified reference points per unit time (source: ITU-T I.113). 

Total Conversation  : An audiovisual conversation service providing bi-directional symmetric real-time transfer of motion video, text and voice between users in two or more locations. (source ITU-T F.703) 

Total power dynamic range: The difference between the maximum and the minimum total transmit output power for a specified reference condition (TS25.104).

Traffic channel: A "traffic channel" is a logical channel which carries user information.

4
Abbreviations

…

C

C
Conditional

C-
Control-

…

CSPDN
Circuit Switched Public Data Network 

CT
Call Transfer supplementary service


Channel Tester


Channel Type

CTCH
Common Traffic Channel

CTDMA
Code Time Division Multiple Access

CTM
Cellular Text telephone Modem

CTR
Common Technical Regulation 

CTS
Cordless Telephony System

CUG
Closed User Group 

…

G
GC
General Control (SAP)

GCR
Group Call Register

GERAN
GSM/EDGE Radio Access Network

GGSN
Gateway GPRS Support Node

GID1
Group Identifier (level 1)

GID2
Group Identifier (level 2)

GMLC
Gateway Mobile Location Centre

GMM
GPRS Mobility Management

GMSC
Gateway MSC

GMSK
Gaussian Minimum Shift Keying

GP
Guard Period

GPA
GSM PLMN Area

GPRS
General Packet Radio Service

GSA
GSM System Area

GSIM
GSM Service Identity Module

GSM
Global System for Mobile communications

GSN
GPRS Support Nodes

GT
Global Title

GTP
GPRS Tunneling Protocol

GTP-U
GPRS Tunnelling Protocol for User Plane

GTT
Global Text Telephony
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