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*** First Change ***

5.4
Unsuccessful call establishment $(CAMEL2$)

The purpose of this procedure is to manage an outgoing call set-up at the time when the call establishment is unsuccessful.

If the CSE has activated this service event for this call and the unsuccessful call establishment event occurs the VPLMN shall:

-
suspend call processing, notify the CSE and await further instructions, or 

-
notify the CSE and continue call processing. The following information shall be provided to the CSE:

-
Event met;

-
Type of monitoring;

-
Cause for unsuccessful call establishment:

-
not reachable

-
busy

-
no answer

When the VPLMN has made contact with the CSE, the CSE shall be able to instruct the VPLMN to act as described below.

-
perform charging activities;

-
activate other control service events for the call. The CSE shall have the possibility to send the following information:

-
The service event which shall be detected and reported:

-
Called party connection;

-
Call disconnection;

-
Calling party abandon;

-
Unsuccessful call establishment. In case of no answer the CSE may provide a no answer timer;

-
The party in the call for which the event shall be detected and reported (calling or called party);

-
The type of monitoring (control or notification).

-
order in-band user interaction.

There shall be no restriction regarding the order of the above instructions or the number of times each of the above instructions can be repeated. Once the CSE has concluded issuing the above instructions, it shall issue one and only one of the following instructions:

-
allow the call processing to continue unchanged;

-
allow the call processing with modified information. The CSE shall have the possibility to send the following information:

-
Called Party Number;

-

-
Calling Party’s Category;

-
Additional Calling Party’s Number;

-
Original Called Party Number;

-
Redirection Party Number;

-
Redirection Information.

-
release call

*** Next Change ***

6.4
Unsuccessful call establishment $(CAMEL2$)

The purpose of this procedure is to manage an incoming call set-up at the time when the call establishment is unsuccessful.

If the CSE has activated this service event for this call and the unsuccessful call establishment event occurs the IPLMN shall: 

-
suspend call processing, notify the CSE and await further instructions, or 

-
notify the CSE and continue call processing.

The following information shall be provided to the CSE:

-
Event met;

-
Type of monitoring;

-
Cause for unsuccessful call establishment:

-
not reachable;

-
busy;

-
no answer.

When the IPLMN has made contact with the CSE, the CSE shall be able to instruct the IPLMN to act as described below.

-
perform charging activities;

-
activate other control service events for the call. The CSE shall have the possibility to send the following information:

-
The service event which shall be detected and reported:

-
Called party connection;

-
Call disconnection;

-
Calling party abandon;

-
Unsuccessful call establishment. In case of no answer the CSE may provide a no answer timer;

-
The party in the call for which the event shall be detected and reported (calling or called party);

-
The type of monitoring (control or notification).

-
order in-band user interaction.

There shall be no restriction regarding the order of the above instructions or the number of times each of the above instructions can be repeated. Once the CSE has concluded issuing the above instructions, it shall issue one and only one of the following instructions:

-
allow the call processing to continue unchanged;

-
allow the call processing with modified information. The CSE shall have the possibility to send the following information:

-
Called Party Number;


-
Calling Party’s Category;

-
Additional Calling Party’s Number;

-
Original Called Party Number;

-
Redirection Party Number;

-
Redirection Information.

-
release call
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