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In the recent months there was a discussion in the SA1 meetings and also on the SA1 email list about the definition of local services in IMS. To some extend a conclusion was reached by most of the companies even though objections were raised. Unfortunately this issue could not be solved and did not result in any CR against the current specifications.
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Nokia would like to raise this open issue again. Attached are the CR's from the discussion. If agreeable during this meeting, Nokia is willing to write the needed CR's during this meeting.
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Local Service: Services, which are provided by current roamed to network that are not HE services 


Localised Service Area (LSA): A LSA is an operator-defined group of cells, for which specific access conditions apply. This may correspond to an area in which the Core Network offers specific services. A LSA may be defined within a PLMN or globally. Therefore, a LSA may offer a non-contiguous radio coverage.
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3
Definitions and abbreviations



3.1
Definitions



For the purposes of this TS the following definitions apply:



Basic Voice Call: A Basic Voice Call (BVC) is a call that conveys only a speech component. The definition of the BVC pertains only to the boundary between the IMS and the CS/PSTN. If more than one IMS party is involved in a communication with a PSTN party/parties, the communication between the IMS parties shall not be adversely impacted by the presence of a PSTN party. Please note that this boundary may still be subject to regulatory requirements associated with communications with the PSTN including, but not limited to, lawful interception of voice calls and number portability.



IM CN subsystem: (IP Multimedia CN subsystem) comprises of all CN elements for the provision of IP multimedia applications over IP multimedia sessions 



IP multimedia application: an application that handles one or more media simultaneously such as speech, audio, video and data (e.g. chat text, shared whiteboard) in a synchronised way from the user's point of view. A multimedia application may involve multiple parties, multiple connections, and the addition or deletion of resources within a single IP multimedia session.  A user may invoke concurrent IP multimedia applications in an IP multimedia session.



IP multimedia service: an IP multimedia service is the user experience provided by one or more IP multimedia applications.  



IP multimedia session: an IP multimedia session is a set of multimedia senders and receivers and the data streams flowing from senders to receivers.  IP multimedia sessions are supported by the IP multimedia CN Subsystem and are enabled by IP connectivity bearers (e.g. GPRS as a bearer).  A user may invoke concurrent IP multimedia sessions.



Local service: See definition in [14]
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[12]
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[13]
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3
Definitions and abbreviations



3.1
Definitions



For the purposes of the present document, the following terms and definitions apply:



HE Services: services, which are provided by the home environment


HE-VASP: Home Environment Value Added Service Provider. This is a VASP that has an agreement with the Home Environment to provide services. The Home Environment provides services to the user in a managed way, possibly by collaborating with HE-VASPs, but this is transparent to the user. The same service could be provided by more than one HE-VASP and each HE-VASP can provide more than one service.



Home Environment: responsible for overall provision and control of the Personal Service Environment of its subscribers.


Local Service: See definition in [1]


OPERATOR SPECIFIC SERVICES (OSS) are not standardised and could be implemented at the PLMN entities (e.g. HLR) on a vendor specific basis or using GSM ph 2+ mechanisms (CAMEL, USAT, MExE). These tool-kits use standardised interfaces to the underlying network (e.g. CAP, MAP) or use GSM Bearers to transport data, for example, from the MExE service environment of USAT server to the UE/USIM. The implementation of these operator specific services on the different platforms (CSE, MExE service environment or USAT Server, UEs) is done in a completely vendor specific way and uses only proprietary interfaces.



Personal Service Environment: contains personalised information defining how subscribed services are provided and presented towards the user. Each subscriber of the Home Environment has her own Personal Service Environment. The Personal Service Environment is defined in terms of one or more User Profiles.



Services: set of functions offered to a user by an organisation. 



Service Toolkits : bearers defined by parameters, and/or mechanisms needed to realise services. 



Standardised services: standardised services (Supplementary Services, Tele-Services, etc.) are implemented on existing PLMN entities (e.g. HLR , MSC/VLR and terminal) on a vendor specific basis, using standardised interfaces (MAP, etc.) for service communication (e.g. downloading of service data).   Availability and maintenance of these Services is also vendor dependent.



User: is a logical entity, which uses PLMN services.



User Services Profile: contains identification of subscriber services, their status and reference to service preferences. This is part of the User profile information.



User Profile: A set of information necessary to provide a user with a consistent, personalised service environment, irrespective of the user location or the terminal used (within the limitations of the terminal and the serving network). The user can define one or more User Profiles according to the user’s needs. The user’s Home Environment manages the User Profile(s).



Value Added Service Provider: provides services other than basic telecommunications service for which additional charges may be incurred. The user may access services directly from Value Added Service Providers and the serving network. The Home Environment does not support services obtained directly from VASPs or serving network outside home network. VASP has no service agreement with the Home Environment.



Virtual Home Environment: concept for personal service environment portability across network boundaries and between terminals.



Further definitions are given in [5] 
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