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4.2.1
Multicast subscription and reception

The following is the expected sequence for the user to be able to access the MBMS multicast mode:

1
The user  subscribes or is  subscribed to a multicast subscription group which is uniquely identified and thereby becomes a member of that group. The subscription may be continuous (e.g. as defined by the subscriber's contract), time-limited, or generated by the subscriber on a one-time basis. The subscription to multicast services shall not be further standardized.

2
The user discovers, or becomes aware (e.g. via service announcements), that there are multicast services currently active, or multicast services that will become active at some time later, at the user's current location.

3a)
The user selects a multicast service and hence the user joins the corresponding multicast group.

3b)
As an alternative, the Home Environment can join the user to the selected multicast group on behalf of the user, that has previously subscribed to this multicast group.


Signalling exchange between the UE and the network might not be necessary in some cases, e.g. in the case of network congestion.
4
If  the transmission is not already in progress the network starts transmitting the corresponding multicast content. Alternatively, the transmission may start at a later time. 

5
The network may optionally select to set up unicast (point to point) connections to some users e.g. if there are insufficient users to justify multicasting 

6
The UE starts receiving the multicast data associated with the multicast group(s) it has joined

7
The user may choose to stop receiving a selected multicast service and thereby leaves the multicast group. The user may also select to continue (or not) to receive service announcements for this multicast subscription group.

8
The user may unsubscribe or be unsubscribed from the multicast subscription group and stop receiving both the multicast data and future service announcements for this multicast subscription group.

The home environment shall be able to remove a user from a multicast group (deactivation) and if required remove the subscriber from the multicast subscription group (un-subscription). This is required to allow the operator to bar service.
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