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	If an individual call party is released during the set-up phase of a normal A-B call, this causes problems in the MSC and makes the SDL modelling very difficult.
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	To simplify the SDL modelling, the following is proposed: When the CSE receives an indication of an initial service event (for O-CSI, T-CSI and VT-CSI), the CSE can instruct the IPLMN/VPLMN that the call should not be directly routed to the destination. Instead, the handling of the leg to the calling party will continue and additional legs will be created as required.
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	Other comments:
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	Impact on TSG-CN2 and TSG-CN4: CN2#22 have agreed Vodafone contributions to meet this revised service requirement. TSG-CN4 have been made aware of the changes and will review them as part of the combined CAMEL4 change requests.


**** First Modified Section ****
5
Procedures for Mobile Originated Calls and Forwarded Calls

…

5.3.1
Procedure when dialled digits have been collected

The purpose of this procedure is to detect a call set-up request at the point where digits have been collected but not analysed, and to allow the CSE to modify the handling of the call set-up request.

If (according to the CSI):

-
The subscriber is provisioned with a CAMEL based originating service; and

-
The call set-up request occurs; and

-
The criteria are satisfied.

Then the VPLMN/IPLMN shall suspend call processing, make contact with the CSE and await further instructions.

For mobile originated calls the information listed in table: A-1 (Call set-up request procedure 1) shall be provided to the CSE if available.


[Editorial alignment to stage 3]

For forwarded calls the information listed in table: A-1 (Call set-up request procedure 2) shall be provided to the CSE if available.

When the VPLMN/IPLMN has made contact with the CSE, the CSE shall be able to instruct the VPLMN to act as described below.

-
Perform charging activities;

-
Activate subsequent control service events for the call. The CSE shall have the possibility to send the following information:

-
The subsequent service event which shall be detected and reported:

-
Called party alert;

-
Called party connection;

-
Call disconnection;

-
Calling party abandon;

-
Unsuccessful call establishment. In the case of no answer the CSE may provide a no answer timer; 

-
Mid call event (DTMF or out of band information). The CSE shall specify the digit string(s) or the out of band information for which the instruction is valid. Out-band information may be detected during alerting phase of the call.

-
The party in the call for which the event shall be detected and reported (calling or called party);

-
The type of monitoring (control or notification).

-
Order in-band user interaction;

-
Send charging notifications. $(CAMEL4$)

There shall be no restriction regarding the order of the above instructions or the number of times each of the above instructions can be repeated. Once the CSE has concluded issuing the above instructions, it shall issue one and only one of the following instructions:

-
Bar the call (i.e. release the call prior to connection);

-
Continue the call processing;

-
Continue the call processing with modified information. The CSE shall have the possibility to send the information listed in table: A-2 (Call set up request procedure 1).
-
Continue the handling of the calling party without routeing the call to the destination. &(CAMEL4$)
**** Next Modified Section ****
6
Procedures for Mobile Terminated Calls

…

6.3
Incoming call request procedure

The purpose of this procedure is to detect an incoming call request and allow the CSE to modify the handling of the incoming call.

If (according to the CSI):

-
The subscriber is provisioned with a CAMEL based terminating service; and 

-
The incoming call request event occurs

Then the IPLMN/VPLMN shall suspend call processing, make contact with the CSE and await further instructions.

For mobile terminated calls the following information listed in table: A-1 (Incoming call request procedure) shall be provided to the CSE if available.

When the IPLMN/VPLMN has made contact with the CSE, the CSE shall be able to instruct the IPLMN to act as described below:

-
Perform charging activities;

-
Activate subsequent control service events for the call. The CSE shall have the possibility to send the following information:

-
The subsequent service event which shall be detected and reported:

-
Called party alert;

-
Called party connection;

-
Call disconnection;

-
Calling party abandon;

-
Unsuccessful call establishment. In the case of no answer the CSE may provide a no answer timer. 

-
Mid call event (DTMF or out of band information). The CSE shall specify the digit string(s) or the out of band information for which the instruction is valid.

-
The party in the call for which the event shall be detected and reported (calling or called party);

-
The type of monitoring (control or notification).

-
Suppress tones and announcements which may be played to the calling party, if an unsuccessful call establishment occurs. 

-
Order in-band user interaction.

-
Send charging notifications.

There shall be no restriction regarding the order of the above instructions or the number of times each of the above instructions can be repeated. Once the CSE has concluded issuing the above instructions, it shall issue one and only one of the following instructions:

-
Bar the call (i.e. release the call before connection);

-
Continue the call processing;

-
Continue the call processing with modified information. The CSE shall have the possibility to send the information listed in table: A-2 (Incoming call request procedure).
-
Continue the handling of the calling party without routeing the call to the destination. &(CAMEL4$)
If the CSE instructs the IPLMN/VPLMN to continue the call processing with a changed called party number, the CSE shall indicate whether the resulting call shall be treated by the IPLMN/VPLMN as a forwarded call. Any forwarded call resulting from a CSE Call Forwarding service may cause an invocation of any mobile originated CAMEL based service in the IPLMN/VPLMN.

If the CSE instructs the IPLMN to allow the call processing with modified information, the CSE may send to the IPLMN an alerting pattern in order to alert the called subscriber in a specific manner. This alerting pattern shall be transferred to the VPLMN.

**** Next Modified Section ****
8.1.3
Releasing call parties

The purpose of this procedure is to allow the CSE to instruct the IPLMN/VPLMN to release an individual call party or all the call parties in a CPH configuration.
The CSE may instruct the IPLMN/VPLMN to release all the call parties in a CPH configuration at any point in a call if a control relationship exists.
The CSE may instruct the IPLMN/VPLMN to release an individual CSE-initiated call party at any point in a call if a control relationship exists.

If, at the initial service event, the CSE instructed the IPLMN/VPLMN not to route the call directly to the destination, then the CSE may instruct the IPLMN/VPLMN to release the calling party at any point in a call if a control relationship exists.
If, at the initial service event,  the CSE instructed the IPLMN/VPLMN to proceed with the call as normal then the CSE may instruct the IPLMN/VPLMN to release the calling party or the called party during the active phase of the call only.
The release of the served subscriber shall not necessarily lead to the disconnection of the other parties in the CPH configuration.

**** End of Document ****
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