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1.
Introduction

This contribution discusses modifications to the subclauses 6.1 “Network Requirements” and 6.3 “General Application Service Requirements” of the 3GPP Generic User Profile stage 1 TS 22.240 version 0.6.0. The contribution discusses also some modifications to the subclause 3.1 “Definitions”.

2.
Discussion

The modifications to the current Network Requirements subclause are editorial. The current content of the subclause 6.3 “General Application Service Requirements” is quite limited so this contribution includes more detailed input to the subclause. A common agreement of basic GUP definitions is important clarifying the GUP concept.

3.
Proposal

To aprove following editorial modifications to the subclause 6.1 “Network Requirements”.

To add next new requirements to the subclause 6.3 “General Service Requirements”.

To approve following modifications to the subclause 3.1 “Definitions”.

3.1
Definitions

3GPP Generic User Profile (GUP): The 3GPP Generic User Profile is the collection of user related data which is stored and managed by different entities such as the UE, the Home Environment, the Serving Network and Value Added Service Provider, which affects the way in which an individual user experiences services.
Data Consumer: A data consumer is an entity which uses data stored and controlled by another network entity.

Data Source: A data source is an entity which stores and controls data relevant for its operation. 

GUP Component: GUP component is logically an individual part of Generic User Profile that can be physically located in one or several data storages. Each GUP component includes e.g. identity and GUP data elements.
GUP Data Element: One or several GUP Data elements make up a GUP component.

User: The subscriber related to a particular User Profile. The user can have several Public User IDs that are linked to a one common User Profile or there can be Public User ID specific User Profiles. There can be only one single User Profile per a Public user ID.

End user: The Subscriber accessing user profile information through an application.
6.1 Network Requirements

These requirements are collected from the point of view of technical Network infrastructure and Elements:

· The GUP data shall be accessed by standardised interfaces and protocols which use the generic GUP data model to carry the user profile information;
· The GUP Interface shall be independent of the structure and semantics of the data;
· The GUP access mechanism shall support accessing of the whole profile data or a selected part of it;
· The GUP access mechanism shall include read, create, modify and delete access;
· The GUP data shall be transferred in a standardised way;
· 
· The GUP interface shall enforce the subscriber privacy;
· The GUP shall not cause significant additional load or delays to the network functions and elements.

6.3
General Service Requirements

This subclause includes different Service aspects and requirements for the 3GPP Generic User Profile such as requirements from the point of view of different Service Applications.

Generally user related data are stored in subscriber registers e.g. in HSS and in Application Servers (AS). To avoid duplicated data storage the applications shall be able to fetch selected parts of user’s GUP data from the subscriber register in the home network.

Secondly there are universal services that are not subscribed to at all by the users. Those applications may also need GUP data related either to the originating or destination party. There shall be effective means to retrieve individual GUP data elements in real-time. One typical use case is a call control application that would take advantage of subscriber’s preferences or charging related information.

Third party applications may take advantage of the features specified e.g. for Open Service Access (see TS 22.127).

The specified GUP interface shall apply the GUP data model to carry the user profile information for different service applications. It shall be possible for service application to retrieve the whole user profile or selected parts of it in one transaction with acceptable delay for real-time services.
The GUP data definitions shall be easily extensible for new, proprietary uses without any problems caused for the existing or standard applications.
Where the full capabilities of the 3GPP Generic User Profile are not available because of failure of an entity  the application is notified about the abnormal situation.


































































