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Introduction:

Further to GSM Association’s WLAN Task Force Liaison Statement to the 3GPP SA1 WLAN Sub working group meeting in Saalfelden, Austria,  11-15th Feb 2002, we have produced a revised contribution for the section entitled 4
Background in TR.22 and added a section called 4.4
User Scenarios. This section relates to Scenarios 2 and above.

Contact Marcus Taylor of the GSM Association (mtaylor@gsm.org) for any further information.

4.4
User Scenarios

This section focuses on Public WLAN scenarios, but many of the concepts can also be applied to the Private WLAN environment.

Two main user/network scenarios are recommended for review
 :

1) SIM-based roaming: GSM subscriber roams onto a Public WLAN operated by his GSM Operator

2) SIM-based roaming: GSM subscriber roams onto a Public WLAN operated by another Operator who has a roaming agreement with his GSM Operator

Although these user/network scenarios focus on roaming from the GSM Network Operator’s network(s), clearly roaming can be bi-directional, i.e. from Public WLAN Operator’s network to the GSM Networks, if appropriate roaming agreements exist.

In terms of the user service scenarios, it is envisaged that the user will have access to the same set of services, irrespective of access type. Service scenarios may include access to a range of different services, including:

· Access to corporate Intranet services;

· Access to operator walled garden services; and

· Access to the public Internet.





























































































� Note, Access to SIM based 3GPP WLAN systems does not preclude a customer from accessing the WLAN system via a username and password. However, the username and password method of authentication is independent of 3GPP and an individual operator choice.
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