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This contribution is a clarification of a GUP use case headline for inclusion in Annex A of 22.240 v0.9.0 Draft C.0 based on S1-021328 from the 3GPP TSG SA WG1 SWG meeting held in Rom in June 2002.
1. Discussion

The 3GPP mobile system access shall be independent in a multi-access environment. And more than that, it is desirable that the UE allows for an automatic access selection based on a preferred list of access technologies. It is also desirable that the switch to a less preferred access technology, in case the most preferred is not available, takes place without user intervention.

2. Proposals
We kindly propose that the meeting would consider endorsing these changes to the draft of TS 22.240.

3. Recommendations

Annex A: Example of 3GPP Generic User Profile use cases

[…]

x. Automatic Access Selection based on preferred list
· Precondition 

· The UE shall be able to support automatic access technologies selection (i.e. without user intervention).

· The user has set her preferences in the UE and enabled automatic access technologies selection.

· A list of preferred access technologies capabilities information is stored in ”internet”

· The access technologies are authorized.

· Actions
· The user equipment initiates request for selected access technology. The request contains:

- User preferences fetched from the UP

- Reference to the access technology capabilities information is stored in ”internet”

· The preferred access technology is selected.
· Post-condition

·  The preferred access technology is selected based on the order of precedence defined in a list of access technologies on the UE. The switch to a less preferred access technology, in case the most preferred is not available, takes place without user intervention.
