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Introduction

The contribution proposes a number of potential service requirements, which have been identified based on the Interoperability scenario. 

Proposal

Telia kindly propose to update section 10.9 of the TR 22.800 v 0.1.0 with the following text.

Proposed text

10.9

3GPP Requirements summary
This scenario implies the following potential requirements:

· "Subscription to IMS domain services can be offered independently from any created or activated PS/CS CN domain subscription."
· "The 3GPP specification shall allow an operator of an IMS CN subsystem to have absolute control of the mechanisms for managing its own subscriptions and authorize access to its own domain."
· "The 3GPP system shall allow an actor operating an IM CN Subsystem domain to offer its services to its subscribers regardless of how they obtain IP-connection (e.g. GPRS, fixed lines, LAN - possibly offered by another actor). 

Note: It is understood that 3GPP specified QoS is not applicable when the IMS is accessed from other forms of accesses than the ones specified by 3GPP, i.e. GERAN/UTRAN. It is further understood that there is a technical dependency between the bearer level and the IM CN Subsystem domain regarding charging and without making the proper arrangements regarding this dependency, the 3GPP specified charging requirements [4] will not be fulfilled. "

· "The 3GPP system shall allow an actor operating an IM CN Subsystem domain and a Non-3GPP Access (e.g. xDSL, LAN, WLAN) to process charging information so that the 3GPP charging guidelines [4] for IP-Multimedia services can be fulfilled."
· "It is desirable that actors like ISP/WISP can offer their customers to interoperate with customers of mobile operator's IMS services. The 3GPP specification should therefore not rule out the possibility of allowing vendors to build IMS CN Subsystem domains appropriate for operators without legacy 3GPP equipment".
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