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This change is asking for preferred delivery behaviours at MM retrieval. In some scenarios such as: user roaming, MMs charged to the recipient (e-mail to MMS, value-added MMs, etc.) or spamming, manual retrieval of the MM could be desirable. With this functionality, user service experience improves since complex settings on the UE are avoided.
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A new requirement is included asking for different behaviours for delivery of the MM, so that Pull Mechanism prevails whenever it is set in either UA or network.
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Complexity and churn can dangerously increase and degrade MMS user experience due to lack of perceived protection.
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5.2
Multimedia message delivery and submission

-
Submission mechanism

The MMS shall support multimedia messages or messages elements to be submitted from the sender’s terminal.

-
Push Mechanism


The MMS shall be able to support a request for multimedia messages or messages elements to be automatically delivered to the recipient's terminal.

-
Pull Mechanism


The MMS shall be able to support a request for multimedia messages or messages elements to be delivered to the recipient’s terminal on request by the recipient.


· Preferred delivery Mechanism
Pull mechanism shall take precedence over the push mechanism whenever the pull mechanism is set in either the UA or the network.  

Note:
Possible use cases are: user roaming (possibly being charged for the delivery), MMs charged to the recipient (e-mail to MMS, value-added MMs, etc.), spamming
-
Concurrency


The MMS shall be able to support MM delivery to and from the user’s terminal not be restricted during other active services (subject to the capabilities of the terminal and the network).

-
Streaming


The MMS shall be able to support streaming for MM delivery from the MMS system to the terminal.


Support for streaming for MM upload from the terminal to the MMS system will be considered for future releases.

-
Preferred Bearer

It shall be possible to define a list of precedence for bearers in the configuration information setsfor delivery and submission of MM (e.g. GPRS, CSD). By default, the the terminal shall be able to support automatic bearer selection (i.e. without user intervention) based on the order of precedence defined in the configuration information sets on the USIM[7] or SIM [8]. The user shall be able to enable or disable automatic bearer selection. When disabled, manual bearer selection shall be available from the list of bearers.
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