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Scope
This contribution describes the GUP synchronization model to be included in TS 22.240.

Discussion

This contribution raises some issues (see content of the contribution later on) that are not currently addressed by the current contribution and require further studies. We document them as further work to be done.

· Who decides what instance is the master instance?

· How do we create copies and who creates copies?

· How do we change the role of “master instance”?

 3.1
Definitions

For the purposes of the present document, the following terms and definitions apply:

GUP Component: A GUP component is logically an individual part of the Generic User Profile that can be physically located in one or several data storages.
GUP Component (logical): A GUP component is logically an individual part of the Generic User Profile.
GUP Component instance (physical) : a GUP component instance is a

physical representation of a GUP component. To one GUP component (logical) correspond one or more component instances, i.e. physical copies .
Component instances may be located in the Home Network, in the Value Added Service Provider Environment and/or the User Equipment.

Master component instance (aka master instance): Among the component instances (physical) associated with a GUP component (logical), one of them is tagged with the role of "master instance". The master component instance is responsible for the correct value of the corresponding GUP component.

4.2 Conceptual view of the GUP
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4.4 Synchronization model

GUP components instances may be distributed in the home network, the User’s Equipment and value added service provider’s environment. The distribution model is shown in Figure 1. 

Need for replication: In the distributed context of GUP, a GUP component (logical) cannot be mapped to a single component instance because of requirements such as performance, scalability, reliability, load balancing, etc.

GUP components need to be replicated.

Need for consistency: For a given GUP component, multiple component instances will represent the GUP component. However, these copies need to be consistent with each other in order to guarantee a proper behavior of GUP.

Need for synchronization: In order to guarantee consistency among component instances (aka copies), we define a synchronization model.

Master instance: To a given GUP component (logical) correspond one or more component instances (physical). Among these instances, one of them is tagged with the role of "master instance”.

The master instance will be used as the reference, in the case there is inconsistency among the component instances (aka copies) of a given GUP component.

Note:  During the lifetime of a component, the role of master instance may be played by different component instances (e.g. in the case of failure). But at any point in time, there is always one and only one "master instance".

The details of how the master instance and the synchronization are implemented are beyond the scope of this specification.

Component copies: GUP components may need to be copied to various locations (e.g. application server, UE, etc.) for various purposes. 

A synchronized copy of a GUP component is a component instance that is kept synchronized with the master instance.

Synchronization here means that changes made to the master instance will be propagated to the synchronized copy (e.g. update, deletion, etc.) and that changes made to the synchronized copy (e.g. update, deletion, etc.) will be propagated to the master. 

The management of synchronized copies (e.g. creation, deletion, etc.) is taken care of by GUP. The details of the synchronization mechanism are beyond the scope of this document.

A working copy of a GUP component is a component instance that corresponds to a copy (or snapshot) of the master instance at a given point in time. Future changes to the master instance (e.g. update, deletion, etc.) are NOT propagated to the working copy. The working copy remains unaffected by changes of the master instance of the GUP component.

Future changes to the working copy are NOT propagated to the master instance.

If a GUP component is no longer applicable for a given user, all relevant synchronized copies are deleted.

If a user changes the access rights for a GUP component and the changes conflict with related synchronized copies, all related synchronized copies are deleted. A proper notification is sent to the owner of the synchronized copy explaining the reason for cancellation.

6.5 Synchronization Requirements

1. It shall be possible to have one or more component instances representing a given GUP component.

2. Among these instances, one and only one shall be marked with the role of master instance.

3. It shall be possible to change the role of master instance for one instance to another.

4. GUP shall offer a mechanism to define synchronized copies, i.e. instances that are kept synchronized with the master instance.

5. GUP shall offer a mechanism to define working copies,  i.e. instances that do not require any synchronization.

6. GUP shall make sure that synchronized copies do not conflict with the access right of the corresponding GUP components.






































Figure : GUP Component Master/Copy Hierarchy 
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