Page 1



TSG-SA WG1 #20
S1-030529

Seoul, Korea, 7th–11th  April 2003
Agenda Item: 8

	CR-Form-v7

	CHANGE REQUEST

	

	(

	22.127
	CR
	065
	(

rev
	-
	(

Current version:
	6.2.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Removal of Generic Network Interface Function from OSA Release 6

	
	

	Source:
(

	Lucent Technologies

	
	

	Work item code:
(

	OSA3
	
	Date: (

	8/04/2003

	
	
	
	
	

	Category:
(

	C
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	Since the inclusion of this requirement in Release 6, there has been no input to the stage 2 and stage 3 in several sucessive SA2 and CN5 meetings. It can therefore be concluded that there is no interest in this feautre from the OSA community. In order for CN5 to focus their time on completing other OSA features in release 6, it is proposed that this requirement is deleted. 

	
	

	Summary of change:
(

	Deletion of cluase 13.2.2 covering the Generic Network Interface Function  and Annex A.2

	
	

	Consequences if 
(

not approved:
	

	
	

	Clauses affected:
(

	13.2.2 and A.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	n
	 Other core specifications
(

	

	affected:
	
	n
	 Test specifications
	

	
	
	n
	 O&M Specifications
	

	
	

	Other comments:
(

	CN5 sent a liaison statement in (N5-030072) S1-030340 outlining the fact that there has been no input on this feature and had asked SA1 to re-consider the support for this feature.


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.









Next Modified Section

Annex A (informative) : Use cases

This informative annex describes how the OSA functions described in the normative section of this document could be used to deploy enhanced multimedia services.

A.1
Travel support and information service

Service Scenario Description

The service scenario described below is the following: a user has subscribed to a tourist board information service, and each time he will enter a new interesting location the service provider will offer him to watch a video showing the main attractions of the area. The service is charged 1 Euro per movie.

Step by step description
Note:
The following description does not imply any physical location of the different functions, or any mapping between the SCFs and the network capabilities. The processes internal to the different entities are not detailed.

FF: Framework Function

NF: Network Function

UF: User data related Functions

Step 1: On-line Service Level Agreement

This step is intended to sign an on-line service level agreement (SLA) between the information service and the framework. 
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Step 2: Service initialisation

The Service Provider will discover all the service features available in the network (e.g. location update, service usage charging…), and set up the parameters necessary to render the service (i.e. the service provider asks to be notified whenever the user enters a specific geographic area). The list of available service features depends on the SLA.

Note: 
It is assumed that all the available Service Capability Features have already registered.

Step 3: Service Delivery

The service provider is informed that the user has entered a new geographical area (e.g. Japan). After checking that the user has enough money left on his account, the service provider retrieves the terminal capabilities. Based on this information, the service provider can determine the type of content that can be sent to the user (for example a black and white video if the terminal does not support colour display,…). The service provider will then reserve 1 € in the account of the subscriber. A multimedia session will be established between the service provider and the user, and the user will then be displayed the sightseeing information. Once the movie’s display is over, the session will be released and the service fee will be deducted from the user’s account.


[image: image2.wmf]OSA 

SCFs

Service

Provider

UF - Report of Location Update

NF - Charging Function - Service Usage - Check solvency

UF - Retrieve Terminal capabilities (media available, screen size…)

NF - Charging Function - Service Usage - Reserve

NF - Create Multi-media session

NF - Release Multimedia Session

NF - Charging Function - Service Usage - Deduct 1 Euro

.

The service provider

identifies which type

of video can be

delivered to the user.


A.2
Void




























�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 1

_1074349717.doc


OSA FW







Portal SCS







VASP AS







1. register SCF







2. authenticate







3. discover







4. authorize







5. request












_1074349852.doc


OSA FW







Portal SCS







VASP AS







6. prenotify







8. connection information



















7. ratify












_1075290568.doc


OSA GNIF







Portal SCS







VASP AS







9. Secure and transparent access 























10. release / block












_1072578197.doc
[image: image1.png]





OSA SCFs







Service







Provider







UF - Report of Location Update











NF - Charging Function - Service Usage - Check solvency  







UF - Retrieve Terminal capabilities (media available, screen size…)  







NF - Charging Function - Service Usage - Reserve







NF - Create Multi-media session







NF - Release Multimedia Session







NF - Charging Function - Service Usage - Deduct 1 Euro  







.







The service provider







identifies which type







of video can be







delivered to the user.












