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Beginning of modified section

3.2.2.4
Mobile Station reactions to indications of service restriction from the network

Different types of UE behaviour is required to support, for example, national roaming, regionally provided service and temporary international roaming restrictions. The behaviour to be followed by the UE is indicated by the network.

3.2.2.4.1
"Permanent" PLMN restriction

When a registration attempt by the UE is rejected by a network with an indication of "permanent" PLMN restriction, the PLMN identity shall be written to a list of "Forbidden PLMNs" stored in a data field in the SIM/USIM.

If a successful registration (whilst in manual mode) is achieved on a PLMN in the "Forbidden PLMN" list, the PLMN shall be deleted from the list.

When in automatic mode, the UE may indicate any PLMNs which will not be selected due to their presence in the "Forbidden PLMN" list.

If a UE receives an equivalent PLMN list containing a PLMN which is included in the “Forbidden PLMN” list, this PLMN shall be removed from the equivalent PLMN list before this is stored by the UE.

3.2.2.4.2
"Partial" and "temporary" PLMN restrictions

When a registration attempt by the UE is rejected by a network due to a "partial" or a "temporary" PLMN restriction, the UE shall perform one of the following procedures determined by the indication in the location update reject cause sent by the network (see 3GPP TS 23.122 [3]):

i)
The UE shall store the location area identity in the list of "forbidden LAs for regional provision of service" and shall enter the limited service state and remain in that state until it moves to a cell in a location area where service is allowed.

ii)
The UE shall store the location area identity in the list of "forbidden LAs for roaming" and shall use one of the following procedures according to the PLMN selection Mode:

A)
Automatic network selection mode:

The procedure of 3.2.2.2. A).

B)
Manual network selection mode:

The procedure of 3.2.2.2.B).

iii)
The UE shall store the location area identity in the list of "forbidden LAs for roaming" and shall search for a suitable cell in the same PLMN. (Note: A suitable cell will belong to a different LA which is not in the “forbidden LAs for roaming”). 

3.2.2.4.3
PLMN restrictions for PS services

When a registration attempt for PS services by the UE is rejected by the network with the cause "GPRS services not allowed in this PLMN", the PLMN identity shall be written to a list of "forbidden PLMNs for GPRS service" in the ME. This list is deleted when the UE is switched off or when the SIM/USIM is removed; the maximum number of possible entries in this list is implementation dependent, but must be at least one entry (see 3GPP TS 23.122 [3]).

If a successful registration (whilst in manual mode) is achieved on a PLMN in the "forbidden PLMNs for GPRS service" list, the PLMN shall be deleted from the list.
3.2.2.4.4
Radio Access Restrictions
When GSM subscribers make use of the WCDMA access networks or WCDMA subscribers make use of the GSM radio access networks within an operator’s PLMN, they are consuming resources not assigned to them, To avoid this, operators may want to distinguish 2G and 3G subscriptions for radio access restrictions.

Based on subscription information, the PLMN shall check whether the subscriber is allowed to use that radio access or not. When the subscriber is not allowed, the PLMN shall reject the operation and inform the subscriber, so he can make another attempt by using a different radio access technology
The check whether a user is allowed to access the network or not shall be done on Location Area level.
The handover case is out of the scope of this specification.
End of modified section
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