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	Reason for change:
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	As there is an existing requirement for sending a USSD message from the network to the SIM/USIM, a mechanism shall be precised to make this possible.

	
	

	Summary of change:
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	Description of a Service Code to make the distinction between the final destinations (i.e. ME, SIM/USIM, TE) of an USSD message sent from the network.

The description uses the same mechanism already used on the network side (see 5.1.2 in the same specification).
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6.3.2
Action at the mobile station

The MS shall pass the message to the ME, to the SIM/USIM or to the TE as indicated in the message.

If the MS can process the network initiated unstructured SS data operation it shall examine the contents of the string, and take appropriate action, according to the following rules, depending of the format of the message.

Case a)
1, 2 or 3 digits from the set (*, #) followed by 1X(Y), where X=any number 0‑4, Y=any number 0‑4, then, optionally "* followed by any number of any characters", and concluding with # SEND:

This case is reserved for ME use. When the MS receives such a message it shall pass the USSD message directly to the application addressed in the ME
Case b)
1, 2 or 3 digits from the set (*, #) followed by 1X(Y), where X=any number 0‑4, Y=any number 5‑9, then, optionally "* followed by any number of any characters", and concluding with # SEND:

This case is reserved for TE use. When the MS receives such a message it shall pass the USSD message directly to the application addressed in the TE
Case c)
1, 2 or 3 digits from the set (*, #) followed by 1X(Y), where X=any number 5‑9, Y=any number 0‑9, then, optionally "* followed by any number of any characters", and concluding with # SEND:


This case is reserved for (U)SIM use. When the MS receives such a message it shall pass the USSD message directly to the application addressed in the (U)SIM. 
The number contained in the (Y) place is reserved for the multiple cards use. It defines in which SIM card the message shall be sent

Case d)

all other formats:


By default, the other formats are reserved for a ME use.
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