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Introduction:

Various WLAN based requirements exist within TS 22.101.  The intention is to populate the I-WLAN TS 22.234 with these agreed requirements and provide a reference to the more specific service principles TS.

As the I-WLAN TS is due to be submitted for information the necessary CR will be created to remove the duplicate text from TS22.101 and replace it with a suitable reference to the I-WLAN TS.

Changes made to the source text during SA1#23 will be tracked and identical amendments made to the TS text.

Detail:

Requirements in 22.101 concerning specifically the I-WLAN have been identified and reproduced in a format suitable for the WLAN TS.  Changes to reference numbers, section numbers and diagrams have been made as necessary for the move to 22.234.

The following clauses have provided the relevant I-WLAN extracts from 22.101:

10.5  
Emergency Call when attached via I-WLAN

11  
Numbering principles

13.1.1 
USIM

13.2 
UICC

15.1 
Subscription

16
Charging principles

17.3
Roaming requirements

Proposal:

1.  Inclusion of references to support the requirements:

[x]
3GPP TS 22.101: "Service principles"
[y]
RFC 2486: "The Network Access Identifier"

2.  Inclusion of following requirements text into I-WLAN TS 22.234 - the original agreed text is shown with required corrections indicated by the change bars:

5.1.1
Numbering

When the UE is connected via a I-WLAN, the addressing shall be based on Network Access Identifier (NAI) format (user@realm) as defined in RFC 2486 [y].

5.1.2
USIM and UICC

Access via a I-WLAN shall be possible using earlier releases (than the current release) of the UICC or using a SIM.

Access to services via an I-WLAN with a single UICC shall be possible.

5.1.3
Roaming

Roaming from the home environment to I-WLANs is required.  The I-WLAN may be part of the home environment or a visited network. The interworking shall support the case where a 3GPP operator does not operate the I-WLAN.

5.1.4
Charging

Charging in the 3GPP system shall not be compromised when access is via an I-WLAN.

5.1.5
Subscription

The subscription 
· 
to a network operator may identify the radio access technologies over which the subscriber may access their services e.g. I-WLAN.
5.1.6
Emergency Calls 
Any attempt to make an emergency call shall be handled as defined for a Data Only network in [x].

