Page 1



TSG-SA WG1 #23
S1-040121

Innsbruck, Austria,  12 - 16 Jan 2004
Agenda Item: 

	CR-Form-v7

	CHANGE REQUEST

	

	(

	22.078
	CR
	CRNum
	(

rev
	-
	(

Current version:
	6.3.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	x


	

	Title:
(

	SCP change basic service 

	
	

	Source:
(

	China mobile communications corp.

	
	

	Work item code:
(

	EDCAMEL
	
	Date: (

	9/1/2003

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	Operators want to change basic service using SCP. 

	
	

	Summary of change:
(

	When subscriber set up a call with any basic service, SCP can change the basic service. And MSC/SSP shall set up the call according the new basic service. 

	
	

	Consequences if 
(

not approved:
	 Operators can not change basic service via the flexible applications on SCP.

	
	

	Clauses affected:
(

	

	
	

	
	Y
	N
	
	

	Other specs
(

	x
	
	 Other core specifications
(

	23.078, 29.078, 

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


- Discussion part – no change -

· In current CN specifications, SCP has 4 choices in setup duration to command MSC/SSP to process a call :continue, continue with arguments, connect, release call.

·  Those 4 choices come of the SA1 requirments in 22.078:

” -
Continue the processing of the call, or

-
Continue the processing of the call with modified information, or

-
Connect the calling party to a specified called party, or

-
Release the call.”
· In 23.078, the changed basic service code isn’t included in “continue with arguments”, because changing of the  baisc service inflect not only the subsequent connection to called party, but also the reconnectiong to calling party. Basic service shall not be considered only an arguments of continue, it is same as called party number, should seperately discribed and processed.
- First modified section -

4.2
General Procedures

Each process is made up of a series of telecommunication events, some of which are service events. At a service event, the IPLMN or VPLMN may: 

-
Suspend the handling of the telecommunication service and make contact with a CSE to ask for instructions, or 

-
Send a notification to the CSE and continue the handling of the telecommunication service, or

-
Continue the handling of the telecommunication service without sending a notification to the CSE. 

When a service event is reported to the CSE, the IPLMN or VPLMN shall send to the CSE the information listed in this specification. All information sent to the CSE relates to the served CAMEL subscriber unless otherwise stated. The initial service events, which can initiate contact with the CSE, are defined in the CAMEL Subscription Information. The CSE identity which corresponds to each initial service event is also defined in the CAMEL Subscription Information.

The serving network shall accept the instruction from the CSE and continue call processing with the received information.

The CAMEL feature is applicable in a PLMN when the CAMEL subscription information is handled properly and when the communication to the CSE is compliant with the CAMEL protocol [8].

The CAMEL network capabilities are used at a PLMN when the CAMEL feature is applicable and:

-
The CSI is received from the HPLMN; or

-
The CSE requests congestion control in the VPLMN or IPLMN.

In addition dialled network-based services may be applicable in a PLMN if so administered.

The CSE shall be capable of responding to the CAMEL request with instructions on how to resume the suspended process. In the case of subscriber-based services the CSE shall be able to instruct the IPLMN or VPLMN to:

-
Activate subsequent service events to be reported to the CSE. These events shall remain active only for the lifetime of the telecommunication service;

-
Alter information relating to the suspended process;

-
Alter information relating to the parties involved in the process;

-
Indicate which of the possible parts of the process should occur next (e.g. terminate the call);

-
Perform charging activities;

-
Order in band user interaction. 

If a control relationship exists between the CSE and the IPLMN/VPLMN of the served subscriber, then at any time during the call the CSE can instruct the IPLMN/VPLMN of the served subscriber to perform one or more of the following Call Party Handling operations:

-
Create additional parties in the call (additional parties shall be created in a held state);

-
Release an individual call party ;

-
Release all parties in the call.

If a control relationship exists between the CSE and the IPLMN/VPLMN of the served subscriber, then at any time during the alerting and active phases of a call leg, the CSE can instruct the IPLMN/VPLMN of the served subscriber to perform the following Call Party Handling operation:

-
Connect an individual call party to the group of call parties, within the same call (the call party shall be in a held state immediately before this operation).

If a control relationship exists between the CSE and the IPLMN/VPLMN of the served subscriber, then at any time during the active phase of a call leg, the CSE can instruct the IPLMN/VPLMN of the served subscriber to perform the following Call Party Handling operation:

-
Place an individual call party on hold (the call party shall not be in a held state immediately before this operation).

NOTE:
Call Party Handling operations are not applicable to a call leg or group of legs which are involved in user interaction (Play Announcement or Prompt and Collect User Information)

It shall be possible for the CSE to initiate a new call to the HPLMN/VPLMN of a subscriber at any time.

For subscribed dialled services it shall be possible for the CSE to instruct the serving PLMN to perform either or both of the following actions:

-
Perform charging activities;

-
Order in band user interaction.

After the CSE has issued either or both of the preceding instructions, it shall issue exactly one of the following instructions to the serving PLMN:

-
Continue the processing of the call, or

-
Continue the processing of the call with modified information, or

· Connect the calling party to a specified called party, or
· Connect the calling party to called party with a specified basic service, or
-
Release the call.

After one of the above instructions, the relation between the serving network and the CSE shall be released. Any other behaviour may cause misoperation of CAMEL based services.
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