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3
Definitions and abbreviations

3.1
Definitions

Recipient : the recipient is the entity to which  a MM has been sent.

Sender: the sender is the  entity that sent a MM.
User: the user is the MM sender or the MM recipient.

message element: a message element is a part of a MM consisting of only one media type.

multimedia message: a multimedia message is a message composed of one or more message elements.

multimedia message service: A  multimedia message service allows transfer of multimedia messages between users without the requirement for the multimedia messages to be transferred in real-time.

media types: a media type refers to one form of presenting information to a user, e.g. voice or fax.

media formats: within one media type different media formats are applicable for the media presentation, e.g. a picture can be GIF or JPEG format.

network: for the purposes of supporting multimedia messaging, the term network shall be considered to include the mobile operator's network and any functionality which may exist outside the mobile operator's network (i.e.fixed, internet and multimedia technologies etc.), and the support provided by that functionality for multimedia messaging.

Operator Specific Service: network-based and operator administred functional element being able to perform additional MMS services based on MMS capabilities for address translation, access control and charging.

Value Added Service Provider: see Reference [2].

Short code: A string of alphanumeric characters which addresses a specific service of a Value Added Service Provider.
New Section
12
Support of Operator Specific Services for MMS
The MMS may support operator specific services based on MMS capabilities in a standardised manner. The network operator shall be able to manage enhanced addressing, exercise access control and perform specific charging for such services.

If supported, the interaction between the MMS and operator specific service shall be invoked at multimedia message submission, delivery time, or both.

Multimedia Messages shall be subject to operator specific services handling if:

-
the user is provisioned with operator specific services in the MMS user profile. The user may be provisioned independently for operator specific services applicable for submission and delivery of multimedia messages.
Provisioning of operator specific services for MMS shall be controlled by the HPLMN operator.

-
the MMS determines based on the recipient’s address(es) that operator specific services need to be invoked. The definition of the addresses for which the MMS invokes operator specific services is controlled by the HPLMN operator.

When the operator specific services need to be invoked for an MM, the MMS shall temporarily suspend the normal process of that MM and shall provide the operator specific service with at least the following information:

-
messaging event (submission, delivery)

-
roaming conditions

-
multimedia message data described above in this Technical Specification (sender identification, recipient addresses and so on…)
The operator specific services may request the MMS to perform one of the following actions:

-
leave the MM unmodified and proceed with its normal processing;

-
reject the message.

-
modify one or more of the following MM data:

-

sender identification

-
recipient addresses

-
MM priority

-
message qualification (e.g. subject)

-
validity period

-
user request for persistently storage of the multimedia message

-
user request for acknowledgments (e.g. about the status of submitted multimedia messages)

Operator specific services shall be able to provide additional charging information to the MMS. The MMS shall transparently forward this information to the billing systems together with the MMS charging relevant data.

12.1 Service Interaction

This subclause specifies interactions between operator specific services and other services in the MMS.

12.1.1

VASP Services

Multimedia Messages submitted from a VASP may be subject to operator specific services.

Operator Specific Services take precedence over VASP services. If as a result of invoking an operator specific service a short code is returned, and if short code addressing to VASP is supported by the MMS, then the short code address translation shall be applied. 
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