3GPP TSG-SA1 Meeting #23                             Tdoc S1-040042
Innsbruck, Austria,   12 – 16 Janvier 2003

Title:
Priority usage of USIM parameters for I-WLAN
Source:
Axalto, TIM

Document For:
Discussion and Decision

1.
Introduction

In coordination with other 3GPP activities on I-WLAN being undertaken by other 3GPP working groups, T3 is currently working for completion of the Work Item “USIM enhancements for WLAN Interworking”. Present work is focused on the inclusion of required parameters for WLAN Selection, WLAN access authentication and PLMN selection in the USIM. 

A possible list of these parameters has already been presented in CR T3-030847, which is attached for information. 

The list of these parameters currently extends to Permanent User Identity, Pseudonym List, Reauthentication Identity List, User controlled PLMN selector for WLAN Access, Operator controlled PLMN selector for WLAN Access, HPLMN selector for WLAN Access, Forbidden PLMNs for WLAN Access, Last Associated SSID, User preferred SSID list and Operator preferred SSID list.

The inclusion of these parameters in the USIM provides easy initial personalization and enables efficient operator’s control of the WLAN access parameters (e.g. Preferred roaming partners). Additionally, USIM provides portability between different devices, attaching these preferences to the subscription whatever device is used.

A main point that needs to be addressed is the priority in the usage of these USIM parameters by the WLAN ME if they are present (to be noted that existing USIMs are also supported for I-WLAN access). 

1.
Proposal
It is proposed that an explicit requirement to include priority for the usage of parameters in the USIM for I-WLAN is mentioned in TS 22.011. In particular, it is proposed that the WLAN ME shall use these USIM parameters if they are available (i.e. I-WLAN service activated in the USIM service table).

To describe this requirement, a CR is proposed in an additional contribution.

Additionally, an LS from CN1 (N1-031690) is asking SA1 about whether the storage of the operator and user preferences lists for both WLAN selection and PLMN selection shall be done (in the ME or USIM). It is proposed to consider the mentioned contribution as a response to this request.
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