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6
Service requirements

6.1.1
Network selection

The UE shall support both manual and automatic network selection mechanisms (modes) as standardized. 

The UE shall use the last network selection mode used, as the default mode, at every switch-on. 

The user shall be given the opportunity to change the network selection mode at any time.

Network Selection includes the following steps, performed by the UE:

1. Discovery of WLANs (this process is outside of 3GPP specification)

2. Find out which of the discovered WLANs support 3GPP-WLAN interworking (i.e. are I-WLANs) and if the home or preferred PLMNs are available. In manual network selection mode the user shall be able to request a list of available PLMNs via interworked WLANs.

3. PLMN Selection:
Based on the above information and on operator and user preferences a PLMN is selected. These preferences may be different from the preferences used for direct 3GPP access. This may be done using the automatic or the manual network selection mode.

4. I-WLAN Selection:
If the selected PLMN can be accessed via several I-WLANs then, based on operator and user preferences one of the I-WLANs is selected. This may be done using the automatic or the manual network selection mode.

NOTE 1:
The 3GPP operator may have agreements with multiple I-WLANs in the area and has preference over which WLAN to connect to based on the services supported.

NOTE 2:
The adaptation of the Network Selection procedures to the WLAN interworking environment should take into account performance criteria (e.g. power consumption, network load). 
NOTE 3:  The preference of a I-WLAN and connected PLMN may change from one country to another, even when the I-WLAN identity is unchanged.
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