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6.1.1.1 PLMN selection procedures

General

For the purpose of selecting a PLMN two lists may be present in the UICC: the “User Controlled PLMN Selector list for I-WLAN” and the “Operator Controlled PLMN Selector list for I-WLAN”. It is not mandatory for the UICC to support these lists, however if the “Operator Controlled PLMN Selector list for I-WLAN” is supported then the “User Controlled PLMN Selector list for I-WLAN” shall also be present. Both the lists contain the preferred PLMNs for I-WLAN in priority order, and the User Controlled PLMN Selector list for I-WLAN has higher priority than the Operator Controlled PLMN Selector list for I-WLAN. 

The purpose of the procedure is to enable the WLAN UE to find an I-WLAN, however, in case no PLMN is found to be supported by any of the available WLANs, the behaviour of the UE is not specified.

For the purpose of selecting the preferred I-WLAN in case multiple I-WLANs can support the connection to the desired PLMN and for optimising the PLMN selection, the UICC may contain a WLAN identities' preference list provisioned by the operator. 
A) Automatic selection mode

In the automatic mode the WLAN UE shall perform the following procedure:

1.
For each of the WLANs available the WLAN UE shall attempt to discover the PLMNs available via the particular WLAN. If the WLAN UE receives a list of available PLMNs, then  

1a)
If the HPLMN is found then the procedure is stopped and the HPLMN is selected. 

1b)
If the HPLMN is not found, the UE creates a list of PLMNs accessible over the particular WLAN

2. Among all the PLMNs obtained in step 1b), select a PLMN following this order: 

i)
PLMNs contained in the "
 User Controlled PLMN Selector list for I-WLAN" data file in the USIM in priority order, if the list is available;

ii)
PLMNs contained in the "Operator Controlled PLMN Selector list for I-WLAN " data file in the USIM in priority order, if the list is available;

iii)
PLMNs contained in the “User Controlled PLMN Selector list with access technology”, if available;

iv)
PLMNs contained in the “Operator Controlled PLMN Selector list with access technology”, if available;

v)
PLMNs contained in the optional "
User Controlled PLMN Selector list for I-WLAN " in the ME in priority order, if the list is available;

vi)
PLMNs contained in the optional "Operator Controlled PLMN Selector list for I-WLAN " in the ME in priority order, if the list is available;

vii) any other PLMN not included in the lists (randomly)

3.
Attempt association with the I-WLAN providing connection to the PLMN selected in step 2 and attempt authentication with the selected PLMN.

B) Manual selection mode

In manual selection mode the WLAN UE shall perform the following procedure: 

1.
For each of the available WLANs the WLAN UE shall attempt to discover the PLMNs available via the particular WLAN. 

2.
If the WLAN UE receives a list of available PLMNs, then the WLAN UE presents the available PLMNs in the following order:

i)
HPLMN;

ii)
PLMNs contained in the "
 User Controlled PLMN Selector list for I-WLAN " data file in the USIM in priority order, if the list is available;

iii)
PLMNs contained in the "Operator Controlled PLMN Selector list for I-WLAN " data file in the USIM in priority order, if the list is available;

iv)
PLMNs contained in the “User Controlled PLMN Selector list with access technology”, if available;

v)
PLMNs contained in the “Operator Controlled PLMN Selector list with access technology”, if available;

vi)
PLMNs contained in the optional "
User Controlled PLMN Selector list for I-WLAN " in the ME in priority order, if the list is available;

vii)
PLMNs contained in the optional "Operator Controlled PLMN Selector list for I-WLAN " in the ME in priority order, if the list is available;

viii) any other PLMN not included in the lists (in random order)

In case more than one I-WLAN gives access to the same PLMN, an indication of the I-WLAN identity should also be presented to the user.

NOTE: 
it is possible to have repetitions of the same PLMN in the list presented to the user

3.
Upon user selection of the desired PLMN the WLAN UE shall attempt to register on this PLMN. If more than one I-WLAN  offers connection to the selected PLMN
, then the WLAN UE shall attempt registration via the selected I-WLAN . To do so, the WLAN UE associates with the I-WLAN  supporting the PLMN selected by the user and attempt authentication.
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