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1. Introduction

The following service requirements have been identified as XIX requirements:

It shall be possible to add an IMS session to a CS speech call, thereby creating a combinational call. 

A user shall be able to establish a combinational call if both UEs support adding IMS session to a CS call.. 
The (CSICS capable) UEs should have the information, prior to initiating a combinational service, regarding the type of capabilities, e.g. in terms of MMS classes, which are jointly supported by both UEs.
The detection of the capabilities of the recipient terminal shall ensure that information is updated in case of change of terminal

It shall be possible to request establishment of the IMS session whether the invited UE is IMS registered or not.

Interoperability between CSI client and IMS Core/Application server needs to be guaranteed.

When the user A sends a multimedia content to a user B, the user B can accept or reject the multimedia content (confirmation from the receiving party is needed) and vice versa. 

A combinational call shall enable both unidirectional and bidirectional exchange of PS data within the context of the IMS session.

It shall be possible during a combinational call to invoke supplementary services identified as Phase 1 in section 7.1 above.

Editor’s note: it is envisioned that the requirement will be expanded once section 7.1 is finalised.

It shall be possible to receive an SMS while engaged in a combinational call.

It shall be possible to charge any ongoing media component(s) of the combinational call according to TS 22.115 sections 4.3.1.1 and 4.3.1.2 ff.

It shall also be possible to provide charging information on the CS call and IMS session for correlation purposes in order to allow off-line charging.

The charging information shall continue to be produced for any remaining multimedia components or the CS call when a multimedia component or the CS call drops during the communication between the two parties.

It shall be possible to establish a combinational call between two users within the same PLMN or within different PLMNs.

It shall be possible to establish a combinational call between two users camped on identical or different RATs.

It shall be possible to establish a combinational call when roaming, assuming the visited operator supports GPRS roaming.

2. Proposal

It is proposed that the requirements above are added to TR 22.979 under a new heading, “9.3.1 Service requirements; Requirements for Phase 1”.

