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*** Start 1st Modification ***

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

2.1
Normative references

[1]
3GPP TS 22.003: “ CS Teleservices supported by a PLMN”.

[2]
Void

[3]
Void

[4]
Void

[5]
3GPP TS 22.101: “Service principles”.

[6]
Void

[7]
3GPP TR 22.121: “3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; The Virtual Home Environment”

 [8]
Void

[9]
RFC 3261: “SIP: Session Initiation Protocol”

[10]
3GPP TS 22.078: ”; Customised Applications for Mobile network Enhanced Logic (CAMEL); Service definition – Stage 1”

[11]
3GPP TS 22.057: ”; Mobile Execution Environment (MexE); Service description, Stage 1”

[12]
3GPP TS 22.038: “3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; USIM/SIM Application Toolkit (USAT/SAT); Service description; Stage 1”

[13]
3GPP TS 22.127: “3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; Stage 1 Service Requirement for the Open Service Access (OSA) 

[14]
3GPP TR 21.905
: “Vocabulary for 3GPP specifications”


[15]
RFC3966: “The tel URI for Telephone Numbers”

 [16]
3GPP TS 22.240: “3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; Service Aspects; Stage 1 Service Requirement for the 3GPP Generic User Profile (GUP)”

*** Start 2nd Modification ***

7.5
Invoking an IP multimedia session

The user shall be able to invoke one or more IP multimedia sessions.  The user shall also be able to activate concurrent IP multimedia applications within each IP multimedia session.

7.5.1
Identification of entities

Both telecom and internet numbering and addressing schemes shall be supported as public identities. IP multimedia communication establishment (both mobile originating and terminating) depending on originator shall be able to be based on E.164/TELURI (e.g. tel:+4412345678) [15]or SIP URI (sip:my.name@company.org) [9].  It shall be possible to assign several public identities for one subscription. 
Whilst not required for routing between mobiles within the IMS, it should be possible for the mobile network to recognise and treat URIs, containing 'IM' or 'Pres' prefixes, received from other networks supporting such prefixes. 

Whilst not required for routing between mobiles within the IMS, it should be possible to append an 'IM' or 'Pres' prefix to an outgoing URI to enable routing to the correct addressee in external networks supporting such prefixes.

Public identities shall be administered by the network operator and shall not be changeable by the user.

It shall be possible for the network operator to guarantee the authenticity of a public identity presented for an incoming call to a user where the call is wholly within that operator’s network (i.e. originating and terminating parties are subscribers to, and resident in, a single PLMN).  This is equivalent to the situation for CLIP with today’s telephony networks.

It shall be possible for the network operator to use 

- the same E.164 number for IP multimedia sessions and CS speech telephony (TS11) [1]

- a different E.164 number if desired for IP multimedia sessions

This allows customers who originally had only an E164 MSISDN to retain the same number for receiving communications in the IM domain and also in the CS domain when outside IM coverage.

*** End Modifications ***
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