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References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

2.1
Normative references
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3GPP TS 22.105 “Services and Service Capabilities”

[2]
3GPP TS 22.121: "Virtual Home Environment (VHE), Stage 1"
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3GPP TS 22.038: "SIM application toolkit, stage 1"
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[5]
3GPP TS 22.004: General on supplementary services"
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3GPP TS 22.030: "Man-Machine Interface (MMI) of the User Equipment (UE)"
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3GPP TS 22.066: "Support of Mobile Number Portability (MNP); Service description; Stage 1"
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3GPP TS 22.079: " Support of Optimal Routing; Stage 1"

[9]
3GPP TS 22.129: "Handover Requirements between UTRAN and GERAN or other Radio Systems"

[10]
3GPP TS 33.102: "Security Architecture"

[11]
3GPP TS 22.011: "Service Accessibility"

[12]
3GPP TS 22.016: "International mobile Station Equipment Identities (IMEI)"

[13]
3GPP TS 24.008: " Mobile Radio Interface Layer 3 Specification"

[14]
3GPP TS 22.003: "Circuit Teleservices supported by a Public Land Mobile Network (PLMN)"

[15]
3GPP TS 21.133: "Security Threats and Requirements" 
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[17]
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3GPP TS 22.002: “Circuit Bearer Services (BS) supported by a Public Land Mobile Network (PLMN)”

[22]
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[23]
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[28]
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[29]
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[30]     
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[32]
3GPP TR 22.934: "Feasibility study on 3GPP system to Wireless LAN interworking"

[33]
RFC 2486: "The Network Access Identifier"

[34]
TS
51.011: "Specification of the Subscriber Identity Module - Mobile Equipment (SIM-ME) interface", Release 4

[35]
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[36]
3GPP TS 31.101: "UICC-terminal interface; Physical and logical characteristics"
[37]
OMA-WAP-ProvSC: " Provisioning Smart Card Specification "
Note:
http://www.openmobilealliance.org/release_program/cp_v11.html
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13
UICC, USIM and Terminal

This clause defines the functional characteristics and requirements of the User Service Identity Module (USIM) and ISIM (IM Services Identity Module). The USIM/ISIM are applications residing on a UICC. 

13.1
The USIM/ISIM and User Profiles

13.1.1
The USIM

Every USIM shall have a unique identity and shall be associated with one and only one home environment. 

It shall be possible for a home environment to uniquely identify a user by the USIM. 

The USIM shall be used to provide security features. 

For access to services, provided by PS or CS CN domains, a valid USIM shall be required. Optionally, SIM according to GSM phase 2, GSM phase 2+, 3GPP release 99, 3GPP release 4 specifications may be supported.  

The USIM shall be able to support SIM Application Toolkit as specified in 3GPP TS 22.038 [3]. 

The USIM shall reside on a UICC. USIM specific information shall be protected against unauthorised access or alteration.

It shall be possible to update USIM specific information via the air interface, in a secure manner. 

Access to the IMS services shall be possible using the USIM application in the event of no ISIM being present on the UICC. If an ISIM is present on the UICC it shall be used to access the IMS.
It shall be possible to store provisioning network access parameters (i.e. Access Point Name, list of preferred data bearers with fallback order) in the USIM for ME applications known to the mobile operator (e.g. browsing, banking applications, …). The provisioning information are defined according to OMA-WAP-ProvSC [37]. Parameters provisioned for an application shall only be used for the application they have been designed for.
Annex A describes a number of features that may optionally be supported by the UE and thus USIM.  
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