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	Reason for change:
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	At the TSG SA(#24) meeting a new work item (WI) on ‘Selective Disabling UE Capabilities’ was approved (SP-040477). The intention is to disable MSs when necessary on criteria to be decided by the operator. There is a need to include the requirements in TS 22.011

	
	

	Summary of change:
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	Introduction of an additional list of Selective MS Capabilities in the MS to indicate disabled services which can not be used in the PLMN code of the network on which the list was received and any other network. The MS shall not request services that are indicated as disabled. The Selective MS Capabilities list is stored in the ME and it shall not be deleted at switch off. Therefore, the mobile station maintains the status of specific MS capabilities at switch on.

Additionally, the MS should use the indications given in the Selective MS Capabilities list to inform the user about the availability of the appropriate services, e.g. SMS via PS are not allowed
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4.5
Control of UE Capabilities

To protect the user from the effects of a misbehaving UE (e.g causing additional charges, degraded performance) and to protect the network operator's network capacity, including radio resources and network signaling and processing, means shall be provided for the HPLMN and the VPLMN to provide an indication to the UE as to which network provided services or functions it is not allowed to use.

The Selective UE Capabilities list, shall be maintained in the UE and the UE shall not request any services indicated as disabled. At registration the HPLMN or VPLMN may interrogate the status of the list and provide a new list.

The Selective UE Capabilities list shall not be deleted at switch off and will remain valid until a new list is provided by the network. The Selective UE Capabilities list relates to the ME and not to the subscription.

It should be ensured that UEs are not maliciously disabled, including malicious disabling by a VPLMN, or accidentally disabled, or kept disabled, and there shall be a mechanism for restoring disabled UEs in all situations (e.g. in the case that the serving network does not support the control of UE Capabilities).

The UE should use the indications given in the Selective UE Capabilities list to inform the user of the non-availability of services or functions. 

There shall be a means for the network to provide an optional customer service number(s) which can be used, by the user, to assist in determining the cause of non-availability of specific services. The specifications should also provide the capability for the network to include an optional text string that will be displayed by the UE. 

The UE Capabilities list shall take precedence over subscribed services.
The services to be included in the list are: 

- Call Control functions

- Supplementary Services

- Emergency Calls (including the (U)SIM-less case and subject to regional regulatory requirements, i.e. emergency calls shall not be disabled in regions where support of them is required)

- SMS, via CS and PS

- LCS, via CS and PS

- GPRS based services

- MBMS

- IMS
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