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5.1.1.5
Enhanced session management:

-
Service adaptation to terminal capabilities.

The services provided to users should be, as much as possible, independent of the terminal used. An AIPN should be able to adapt the service (e.g. information rendering) to the capabilities of the terminal being used with minimum or no user interaction.
Note: 
this may not be feasible in all cases (e.g. some services will require "minimum terminal capabilities" to be able to be accessed, with these "minimum capabilities" being service dependent), but an AIPN will be designed to enable this property in as many cases as possible.
-
Session mobility: seamless mobility of sessions between terminals.

It should be possible to move sessions from one terminal (or a set of terminals) to another according to the preferences of the user e.g. automatically with minimum user involvement or based upon a specific user request/pre-determined user preference settings.
Care needs to be taken to ensure there is no burden on the user to interact in a complex way.
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5.1.1.7
Enhanced services

-
Support for advanced application services
-
Provision of seamless services (e.g. transparent to access systems, adaptable to terminal capabilities, etc) 

Users should be able to move transparently and seamlessly between access systems and to move communication sessions between terminals.



-
Support ubiquitous services (e.g. associations with huge number of sensors, RF tags, etc.)
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Figure 2: Support of ubiquitous services

-
Improve disruption-prone situations when network connectivity is intermittent.

Disruption-free network connectivity may not be cost effective, or even feasible, in all cases (e.g. cell planning for full radio coverage for all services, disruption-free inter-access system handovers, disruption-free IP connectivity in all network links). An AIPN should consider solutions for making services as resilient to temporary lack of connectivity as possible.
	End of changes
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