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1. Introduction

This document contains some proposed text for section 6 of the TR on the review of network selection principles.
2. Proposed Text
Some proposed text for Section 6 is attached.

6. Requirements on Future Developments

6.1. Business Requirements

Customer Experience
Following first switch-on while roaming, the user should be able to get service within [20] seconds. Subsequently, following switch-on, the user should be able to get service within [5] seconds

Following first switch-on back in the home network after roaming, the user should be able to get service within [5] seconds.

Roaming users should always able to access all their services and their services always work correctly and as if they were on the home network. The selection of the network & access type should be based on the suitability for the required service.

Selection should be automatic, no user intervention should be required.

Home Operator Requirements
The home operator's users' devices should select the home operator's preferred network & access type while roaming.
The home operator should be able to set the mix of networks & access types that can be used by each roaming user for each visited network (i.e. apply per user per country).
Visited Operator Requirements 

It should be possible for the visited operator to direct traffic from roamers onto the appropriate access technology to manage network capacity and loading (e.g. to use 2G for voice and 3G for high speed data services). The ability to change the access in real-time for roamers according to their usage should be possible.
6.2. UE Considerations

There should be consistent device implementation (hence behaviour) to ensure a good user experience. In particular, consistent adherence to the standard (especially for UE-SIM inter-action) should be encouraged.
Consistent device implementation of the standard will also help to minimise testing.

6.3. SIM Considerations

6.4. Network Considerations

The ability to deploy and exploit a variety of network access technologies should be included.
High security & good authentication is required for all access types.

6.5. Backward Compatibility

Legacy devices & SIMs must be supported by any new or revised mechanism of network selection.












