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1. Introduction

This document contains a proposed update to section 6.1.2 – Home Operator Requirements and Section 6.1.3 – Visited Operator Requirements
6.1.2

Home Operator Requirements

The home operator's users' devices should select the home operator's preferred network & access type while roaming.
The home operator should be able to set which preferred networks are in the customer’s device. The home operator should be able to set the mix of networks & access types that can be used by each roaming user for each visited network (i.e. apply per user per country). This should include which networks are preferred in priority order, which networks are on the Black List for that user, and in what way access is restricted e.g. never allow, only allow if it is the only network available, only allow if manually selected.
The HPLMN can direct the user to a VPLMN that is capable of providing the best possible service to match the "at home experience". However, the VPLMN needs to have over-riding control over the use of its capabilities – see below.

Editors Note: The term forbidden in the above paragraph, needs to be clarified to explain whether it refers to the existing Forbidden PLMN list or the proposed Operator Controlled Black List or to both.

6.1.3
Visited Operator Requirements 

It should be possible for the visited operator to direct traffic from roamers onto the appropriate access technology to manage network capacity and loading (e.g. to use 2G for voice and 3G for high speed data services). The ability to change the access in real-time for roamers according to their usage should be possible. . The visited operator should be able to choose the most appropriate access technology in order to meet the service requirements of the user subject to network conditions and availability. This should cover data rates also, for example, the visited network should be able to allocate 128kbs even though the user may usually use 384kbs.   

NOTE FOR DISCUSSION:

The HPLMN can determine whether a customer has access to 2G or 3G while roaming based on the entry in the Preferred List where the RAT is included. However, the VPLMN needs to manage use of its access technologies in terms of 2G and 3G and within 3G data quality & rates. There could be a conflict here: Where the operator acts as the HPLMN, it wants its users to have an "at home experience" while roaming; where it acts as the VPLMN, it wants to manage roamers according to the conditions of its network and impact on its own users.





















































































