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	Reason for change:
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	According to the definition in 5.2 in 22.105, the negotiation of the characteristics of a bearer service is mentioned. The negotiation requires UE to request the appropriate QoS bearer for the specific service at session establishment. However, the requirement  is not specified.
It is possible that different services have different QoS requirements and different operators have different QoS requirements for the same service. So the association between services and QoS profiles shall be able to be programmed by the Home Environment operator into the UE or the USIM.It will be flexible for network operator to modify the association by OTA provisioning. 
 The ambiguities of service based QoS requirement creates in the specification need to be corrected. 
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	Added a clearer requirement of the association between services and QoS profiles, which shall be able to be programmed by the Home Environment operator into the UE or the USIM.

Also, the behaviour of UE when the association is stored in the USIM is added.
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5.2
Description of bearer services

Bearer services are characterised by a set of end-to-end characteristics with requirements on QoS. The characteristics and requirements shall cover major network scenarios, i.e. the cases when the terminating network is PSTN, ISDN,  IP networks/LANs, X.25 and a PLMN.

Quality of Service is the quality of a requested service (Teleservice or Bearer Service or any other service, e.g. customer care) as perceived by the customer (ITU-T M.xxxx). QoS is always meant end-to-end. Network Performance of several network elements of the originating and terminating network(s) contribute to the QoS as perceived by the customer including terminals and terminal attachments. In order to offer the customer a certain QoS the serving network need to take into account network performance components of their network, reflect the performance of the terminal and ad sufficient margin for the terminating networks in case network performance requirements cannot be negotiated. 

As far as the QoS to the subscriber is concerned network elements have to provide sufficient performance (reflecting possible performance constraints in terminating networks) so that the PLMN cannot be considered as a bottleneck.

This section outlines the requirements on bearer services in two main groups;

-
Requirements on information transfer, which characterise the networks transfer capabilities for transferring user data between two or more access points.

-
Information quality characteristics, which describe the quality of the user information transferred between two or more access points.

It shall be possible to negotiate / re negotiate the characteristics of a bearer service at session / connection establishment and during an on going session / connection.
It shall be possible to tie any specific service to any QoS profile. The association between services and QoS profiles shall be able to be programmed by the Home Environment operator into the UE or the USIM. If the association is stored in the USIM, the UE shall read the association and request the QoS profile of the application at session / connection establishment.
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