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1. Introduction
Action from SA#28: A28-06 3G-324M video telephony
The SA4 chairman reported that in order to progress the work on the approved WID on “3G-324M Video Telephony Call Setup Times Improvements” it will be necessary for  SA1 to define the requirements.

2. Current E2E QoS for Telephony and VT

Currently about 6 seconds are considered as a good value for call set-up time of GSM telephony service. Those values are not achieved for UMTS Telephony yet. Typically additional 2 seconds need to be assumed.
The average call set-up times for Video Telephony are even longer. Typically, current networks may allow 18 seconds for a complete call set-up time (from request by customer to first picture/ audio of the VT call). 

As Video Telephony is not a Teleservice, BS30 is set-up and the codec is negotiated afterwards. So, the values can be split into bearer set-up and the negotiation phase. Current values are in the order of 10 seconds for bearer set-up time and 8 seconds from established bearer to the appearance of the picture (on both sides).
While the early technique affine UMTS customers may have tolerated some service degradation of UMTS compared to mature GSM during the initial phase of deployment, the customers representing the mass market will expect good quality – equal or better than GSM.

3. Area for improvement

In order to offer the customer VT services to her satisfaction additional measures should be developed to speed-up the VT call establishment to aim at typically E2E VT call set-up time of 8 seconds. This value assumes that the bearer set-up time in a state of the art network is around 6 seconds, allowing 2 seconds for codec negotiation.









� Definition and trigger points for measurements according to ETSI TS 102250-2. 





