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S-Block
Supervisory Block

S-CCPCH
Secondary Common Control Physical Channel

S-CPICH
Secondary Common Pilot Channel

S-CSCF
Serving CSCF

S-RNTI
SRNC Radio Network Temporary Identity
SAAL
Signalling ATM Adaptation Layer

SABM
Set Asynchronous Balanced Mode

SACCH
Slow Associated Control Channel

SACCH/C4
Slow Associated Control CHannel/SDCCH/4

SACCH/C8
Slow Associated Control CHannel/SDCCH/8

SACCH/T
Slow Associated Control CHannel/Traffic channel

SACCH/TF
Slow Associated Control CHannel/Traffic channel Full rate

SACCH/TH
Slow Associated Control CHannel/Traffic channel Half rate

SAD
Source ADdress

SAP
Service Access Point

SAPI
Service Access Point Identifier

SAR
Segmentation and Reassembly

SAT
SIM Application Toolkit

SB
Synchronization  Burst

SBSC
Serving Base Station Controller

SBSS
Serving Base Station Subsystem

SC
Service Centre (used for SMS)


Service Code

SCCH
Synchronisation Control Channel

SCCP
Signalling Connection Control Part

SCF
Service Control Function (IN context), Service Capability Feature (VHE/OSA context)

SCH
Synchronisation Channel

SCI
Subscriber Controlled Input

SCN
Sub-Channel Number

SCP
Service Control Point

SCTP
S Common Transport Protocol CHECK WITH wg3

SCUDIF
Service Change and UDI/RDI Fallback
SDCCH
Stand-Alone Dedicated Control Channel

SDH
Synchronous Digital Hierarchy

SDL
Specification Description Language

SDT
SDL Development Tool

SDU
Service Data Unit

SE
Security Environment


Support Entity

SEF
Support Entity Function

SF
Spreading Factor

SFH
Slow Frequency Hopping

SFI
Short EF Identifier

SFN
System Frame Number

SGSN
Serving GPRS Support Node

SHCCH
Shared Channel Control Channel

SI
Screening Indicator


Service Interworking


Supplementary Information (SIA=Supplemenatary Information A)

SIC
Service Implementation Capabilities
SID
SIlence Descriptor

SIM
GSM Subscriber Identity Module

SIP
Session Initiated Protocol

SIR
Signal-to-Interference Ratio

SLA
Service Level Agreement

SLPP
Subscriber LCS Privacy Profile

SLR
Send Loudness Rating

SLTM
Signalling Link Test Message

SM
Session Management


Short Message

SMDS
Switched Multimegabit Data Service

SME
Short Message Entity

SMG
Special Mobile Group

SMI
Structure of Management Information (RFC 1155)

SMLC
Serving Mobile Location Centre

SMS
Short Message Service

SMS-CB
SMS Cell Broadcast

SMS-SC
Short Message Service - Service Centre

SMS/PP
Short Message Service/Point-to-Point

Smt
Short message terminal 

SN
Serving Network


Subscriber Number

SNDCP
Sub-Network Dependent Convergence Protocol

SNMP
Simple Network Management Protocol

SNR
Serial NumbeR

SOA
Suppress Outgoing Access (CUG SS)

SoLSA
Support of Localised Service Area

SP
Switching Point


Service Provider

SPC
Signalling Point Code


Suppress Preferential CUG

SPCK
Service Provider Control Key

SQN
Sequence number

SRB
Signalling Radio Bearer

SRES
Signed RESponse (authentication)

SRNC
Serving Radio Network Controller

SRNS
Serving RNS 

SS
Supplementary Service


System Simulator 

SS7
Signalling System No. 7

SSC
Secondary Synchronisation Code


Supplementary Service Control string

SSCOP
Service Specific Connection Oriented Protocol

SSCF
Service Specific Co-ordination Function

SSCF-NNI
Service Specific Coordination Function – Network Node Interface

SSCS
Service Specific Convergence Sublayer

SSDT
Site Selection Diversity Transmission

SSE
Service Specific Entities

SSF
Service Switching Function

SSN
Sub-System Number

SSSAR
Service Specific Segmentation and Re-assembly sublayer

STC
Signalling Transport Converter

STMR
SideTone Masking Rating

STP
Signalling Transfer Point

STTD
Space Time Transmit Diversity

SVC
Switched virtual circuit

SVN
Software Version Number

SW
Status Word


Software
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