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2.1
Normative references

[1]
3GPP TS 22.003: “ CS Teleservices supported by a PLMN”.

[2]
Void

[3]
Void

[4]
Void

[5]
3GPP TS 22.101: “Service principles”.

[6]
Void

[7]
3GPP TS 22.146: "Multimedia Broadcast/Multicast Service; Stage 1"
[8]
3GPP TS 22.246: "Multimedia Broadcast/Multicast Service (MBMS) user services; Stage 1"
[9]
RFC 3261: “SIP: Session Initiation Protocol”

[10]
3GPP TS 22.078: ”; Customised Applications for Mobile network Enhanced Logic (CAMEL); Service definition – Stage 1”

[11]
3GPP TS 22.057: ”; Mobile Execution Environment (MexE); Service description, Stage 1”

[12]
3GPP TS 22.038: “3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; USIM/SIM Application Toolkit (USAT/SAT); Service description; Stage 1”

[13]
3GPP TS 22.127: “3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; Stage 1 Service Requirement for the Open Service Access (OSA) 

[14]
3GPP TR 21.905
: “Vocabulary for 3GPP specifications” 

[15]
RFC3966: “The tel URI for Telephone Numbers”

[16]
3GPP TS 22.240: “3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; Service Aspects; Stage 1 Service Requirement for the 3GPP Generic User Profile (GUP)”

Last modified section

7
User service requirements

IP multimedia sessions provide the ability for users to invoke IP multimedia applications to send and receive (where applicable) voice and data communications, even when roaming. This includes interworking with existing voice and data networks for both fixed (e.g. PSTN, ISDN, internet etc.) and mobile users.

The IM CN subsystem shall support interworking with existing fixed and mobile voice and IP data networks, including PSTN, ISDN, Mobile and Internet.

It shall be possible to have basic voice calls between IMS users and users in CS domain/PSTN-style networks. When an IM session originates or terminates in a CS telephony call, the experience of the CS telephony network user should not substantially differ from that of a call between two CS telephony network users in terms of aspects such as the delay to set-up communications and the total permissible delay in transporting speech between the end users.  The IM CN subsystem does not necessarily have to support all services offered by the CS telephony network.

Visited network provided services give the opportunity for the visited network to offer services of a local nature to the visiting user and gain additional revenue from their usage by inbound roamers.

7.1
Identifying IP multimedia application subscriptions

There is no requirement to support standardised subscription mechanisms for IP multimedia applications.

IP multimedia applications may require to be provisioned and configured by users and operators. Since the source and variety of IP multimedia applications are not standardised, the specific feature codes to provision, enable and configure IP multimedia applications cannot be standardised either. Thus there are no requirements on the network capabilities to support provisioning and configuration for specific IP multimedia applications.  

Note: 
The standardised service capabilities, personalised Internet web pages and evolving IP mechanisms may be used to allow user (self) provisioning, configuration and enabling of IP multimedia applications.

7.2
Access to the IM CN subsystem

7.2.1
Access control

The IM CN subsystem shall be able to verify at any time that the user is entitled to use the resources of the IM CN subsystem.

7.3
Capability negotiation

The IP multimedia applications shall be able to negotiate their capabilities to identify and select the available media components, QoS etc. of IP multimedia sessions.  It shall be possible for the capability negotiation to take place on invocation, acceptance and during an IP multimedia session (e.g. following a change in UE capabilities, change in media types etc.).  Capability negotiation may be initiated by the user, operator or an application on behalf of them.

In order to support the user's preferences for IP multimedia applications, the capability negotiation shall take into account the information in the user profile whenever applicable. This includes the capability to route the IP multimedia session to a specific UE, when multiple UEs share the same IMS service subscription.

7.4
Redirecting of IP Multimedia sessions

It shall be possible for the user or the network to identify an alternative destination for an IP multimedia session or individual media of an IP multimedia session. Redirection to alternative destinations may be initiated by the sending party, receiving party or the network on their behalf. It shall be possible for redirection to be initiated at various stages of an IP Multimedia session. For example:

· Prior to the set up of an IP Multimedia session

· During the intial request for an IP Multimedia session

· During the establishment of an IP Multimedia session

· While the IP Multimedia session is ongoing

Redirection can be applied for all Multimedia sessions unconditionally or it can be caused by any of a set list of events or conditions. Typical causes could be:

· Identity of the caller

· Location or presence of the calling or called party

· If the called party is already in a session

· If the called party is unreachable or unavailable in some other way

· If the called party does not respond

· After a specified alerting interval

· User’s preference on routing for specific IP Multimedia session based on the capabilities of multiple UEs sharing the same IMS service subscription.

There are other causes that could be applied that do not require standardisation (e.g. time of day).

7.5
Invoking an IP multimedia session

The user shall be able to invoke one or more IP multimedia sessions.  The user shall also be able to activate concurrent IP multimedia applications within each IP multimedia session.

7.5.1
Identification of entities

Both telecom and internet numbering and addressing schemes shall be supported as public identities. IP multimedia communication establishment (both mobile originating and terminating) depending on originator shall be able to be based on E.164/TELURI (e.g. tel:+4412345678) [15]or SIP URI (sip:my.name@company.org) [9].  It shall be possible to assign several public identities for one subscription. 
Whilst not required for routing between mobiles within the IMS, it should be possible for the mobile network to recognise and treat URIs, containing 'IM' or 'Pres' prefixes, received from other networks supporting such prefixes. 

Whilst not required for routing between mobiles within the IMS, it should be possible to append an 'IM' or 'Pres' prefix to an outgoing URI to enable routing to the correct addressee in external networks supporting such prefixes.

Public identities shall be administered by the network operator and shall not be changeable by the user.

It shall be possible for the network operator to guarantee the authenticity of a public identity presented for an incoming call to a user where the call is wholly within that operator’s network (i.e. originating and terminating parties are subscribers to, and resident in, a single PLMN).  This is equivalent to the situation for CLIP with today’s telephony networks.

It shall be possible for the network operator to use 

- the same E.164 number for IP multimedia sessions and CS speech telephony (TS11) [1]

- a different E.164 number if desired for IP multimedia sessions

This allows customers who originally had only an E164 MSISDN to retain the same number for receiving communications in the IM domain and also in the CS domain when outside IM coverage.

7.5.2
Negotiation at IM session invocation

It shall be possible for the capability negotiation to take place at the time of the IP multimedia session invocation.  Refer to subclause 7.3 for further details on capability negotiation on IP multimedia session invocation.

7.5.3
Emergency communications

See [5] for further details.

7.6
Handling of an incoming session (by the terminating entity)

7.6.1
Presentation of session originator identity

It shall be possible to present the identity of the session originator (see 7.5.1) subject to it not being suppressed by the session originator.

7.6.2
Negotiation of an incoming session

Interaction with the user profile shall be supported, and additionally direct interaction with the user may be required.  Refer to subclause 7.3 for further details on capability negotiation on an incoming IP multimedia session.

7.6.3
Accepting or rejecting an incoming session

It shall be possible for the user to either accept or reject an incoming IP multimedia session.  Further, it shall also be possible for the user to accept only a subset of the offered media, not have any of the media offered to him at all etc. 

7.7
Handling of an ongoing session

7.7.1
User modification of media in an ongoing session

The user shall be able to negotiate the addition or deletion of media components of IP multimedia applications during an IP multimedia session.  Refer to subclause 7.3 for further details on capability negotiation during an IP multimedia session.

7.7.2
Suspending and resuming of an ongoing session

It shall be possible for the user to suspend an IP multimedia session, and resume that IP multimedia session at a later time.

7.7.3
Presentation of identity of connected-to party of a session
It shall be possible to present to the originator of a session the identity of the party to which she is connected (see 7.5.1). 

However, the connected-to party shall be able to request that her identity is not revealed to the originator of the session.  

7.8
Ending a session

The user shall be able to end an IP multimedia session at any time during the session.

7.9
Local services

When users roam outside the Home Environment, as well as being able to access VHE features with a similar look and feel to the home network, they should also be able to access services of a local nature offered to them by the visited network.  

Such services offered by the visited network could include, for example:

· Access to local numbering plans;

· Address translation;

· Services dependent on the geographical location of the user, e.g. traffic information.

Visited network offered services would probably be non-subscription services, although they may be chargeable, with charges collected via the Home Environment according to the usual arrangements for roaming.

7.10
Handling of conferences

Conferences allow users participating in the conference to communicate with all other participants simultaneously. A conference has a "conference focus", that controls the conference. 
Note that a user, participating in the conference, depending on the conference policy may be allowed to communicate with the focus (e.g. to request invitation of another user into the conference).

The following minimum user requirements for conferences exist:
-
A user shall be able to request the creation of a conference. 

-
A user shall be able to request to join an existing conference.

-
A user participating in the conference shall be able to request modification of the conference (e.g. add/remove media, manipulation of data streams, add/remove participants) depending on the conference policy.

-
A user participating in the conference shall be able to request termination of the conference, depending on the conference policy.

-
A user participating in the conference shall be able to receive information from the conference focus (e.g. participants in conference, participants joining or leaving the conference)
7.11
Handling of multicast services

Multicast services allow IMS users and service providers to send multimedia to a set of  IMS users simultaneously in an unidirectional way of communication.  The underlying network may be able to support mechanisms that optimize the delivery of multimedia to the individual members of that set (e.g. MBMS  [7], [8])
Note: an example for applicability of  multicast services could be the IMS based “Push to talk over Cellular” service, that is being standardised by OMA. 
· A user or an IMS application in the user’s terminal shall be able to request that multimedia is sent from the terminal to a set of  IMS users, which are specified by this request.
· An IMS application located on an application server in the network shall be able to request that multimedia is sent to a set of  IMS users, which are specified by this request.
· Depending on the capabilities of the underlying network IMS shall be able to use optimized mechanisms of the network (e.g. multicast capabilities such as MBMS [7], [8]) for the delivery of multimedia to the set of  IMS users.
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