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Foreword

This Technical Specification has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

Introduction

In the framework of All-IP Network (AIPN) TR 22.978 certain features have been created which might be of interest for earlier completion and even beneficial for deployment in a mixed CS/PS domain. This TS specifies respective stage 1 requirements for the Management of Multiple UEs Belonging to Single User. The aspects addressed in this TS constitute a subset of aspects described within TR 22.978 as ‘Personal Networks’.. 
1
Scope

The present document describes the service requirements for the Management of Multiples UEs Belonging to a Single User (MUBS). The UE may consist of the ME and several TEs. The capability of the UE may vary depending on the kind of TEs connected to the UE. Those aspects are only addressed as far as the UE capability is concerned. Aspects of data synchronisation and management of user data are out of scope.
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.


[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications"
[2]  3GPP TS 22.101: “Service aspects; Service principles”

[3] 3GPP TS 22.105: “Service aspects; Services and service capabilities”
[4] 3GPP TR 22.944: “Report on service requirements for UE functionality split”

 
[6] 3GPP TR 22.978: "All-IP Network (AIPN) feasibility study"

3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions apply.

Personal Network:  A Personal Network (PN), in the context of this TS, consists of more than one terminal under the control of one user providing access to the serving PLMNs. These terminals are managed by MUBS in a way that the user perceives a continuous secure connection regardless of their relative locations. The terminals belonging to the User’s PN maybe registered to different PLMNs at a time. The user controls the PN using facilities provided by MUBS.


User: For the purpose of this TS the User is the person who owns up to <n> UEs with respective subscriptions at one service provider.
For further definitions see [1].

3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

PNM
Personal Network Management
PN
Personal Network
PAN
Personal Area Network
4
General description

The service requirements  captured via MUBS address customer needs who own more than one terminal and subscription, e.g. ordinary handset for telephony, car phone, PDA for emails when on the move, data card with laptop for work when in semi-stationary mode. Although those devices mainly held for a particular usage, many are able to support more than one sort of services, e.g. telephony is supported by all but the data card. Customers may not carry always their full set of “gadgets”, but still want to be reachable. Management of all the terminals for the user by setting forwarding options, switch on and off terminals, providing partners with multiple addresses is not very customer friendly. The MUBS will provide the efficient means for the customer to manage their terminals.

Customers use devices which are capable to support certain services, but neither they are equipped with USIM nor with the radio access means, e.g. a PDA or laptop might be better suited to play a video stream with reasonable quality that a 3G phone with very limited screen size. Interconnection means between auxiliary devices and 3G terminals are available and they are not addressed in this TS (see 3GPP TR 22.944)..
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5
MUBS Requirements

The User shall be able to register and deregister up to <n> UEs to her PN.
The User shall be able to “activate” a certain UE of his PN as the default UE for terminating services

· on a per service basis
· on a global level

addressed to any of the UEs belonging to her PN.

There shall be always one UE in the active state. A new activation overrides the previous activation status when successful.

Deregistration of active UEs shall be denied.

Activation on a per service level: The UE shall deny activation as default UE on a per service level for terminating services in case that UE does not provide the capability or the subscription to terminate that service.

Activation on a global level: The UE shall provide appropriate information to the user on the terminating services which have been successfully activated reflecting the capabilities and subscription of that UE.
In case capabilities of the active UE change, e.g. TEs providing these capabilities are removed and activated services are affected, the UE shall initiate the re-installation of the previous activation status for these services and offer appropriate information to the user.  
Originating services shall not be affected by the default settings.
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7
Usability Requirements
The PNM procedures

· registration of a UE
· deregistration of a UE
· activation of a UE for a specific services
· global activation of a UE for all services, as far as supported

shall be available via any of the UEs belonging to the actual PN of the User in a user friendly and secure manner.

8
Security 

Registration of UEs to a PN shall require the consent of the subscriber by appropriate means, e.g. an “invite” function.


9
Charging 

All charges for terminating services should be levied to the “active” UE, even when originally addressed to another UE belonging to the PN.
It shall be possible to raise registration/deregistration and activation/deactivation fees.

.
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