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<BEGINNING OF 1st CHANGE>

3
Definitions and abbreviations

3.1
Definitions

For the purposes of this TS the following definitions apply:

3GPP Generic User Profile: 3GPP Generic User Profile (GUP) is the collection of user related data which affects the way in which an individual user experiences services and which may be accessed in a standardised manner.

Access independence: the ability for the subscribers to access their IP Multimedia services over any access network capable of providing IP-connectivity, e.g. via:

(
3GPP (UTRAN, GERAN)

(
Non 3GPP accesses with specified interworking (e.g. WLAN with 3GPP interworking)

(
Other non 3GPP accesses that are not within the current scope of 3GPP (e.g. xDSL, PSTN, satellite, WLAN without 3GPP interworking) 

Basic Voice Call: A Basic Voice Call (BVC) is a call that conveys only a speech component. The definition of the BVC pertains only to the boundary between the IMS and the CS/PSTN. If more than one IMS party is involved in a communication with a PSTN party/parties, the communication between the IMS parties shall not be adversely impacted by the presence of a PSTN party. Please note that this boundary may still be subject to regulatory requirements associated with communications with the PSTN including, but not limited to, lawful interception of voice calls and number portability. 

Conference:  An IP multimedia session with two or more participants. Each conference has a “conference focus”. A conference can be uniquely identified by a user. An example for a conference could be a multimedia game, in which the conference focus is located in a game server.
Conference Focus:  The conference focus is an entity which has abilities to host conferences including their creation, maintenance, and manipulation of the media. A conference focus implements the conference policy (e.g. rules for talk burst control, assign priorities and participant’s rights).
Basic Multimedia Call: A Basic Multimedia Call is a call that conveys speech and video components. The definition of the Basic Multimedia Call pertains only to the boundary between the IMS and the CS/PSTN. If more than one IMS party is involved in a communication with a PSTN party/parties, the communication between the IMS parties shall not be adversely impacted by the presence of a PSTN party. Please note that this boundary may still be subject to regulatory requirements associated with communications with the PSTN including, but not limited to, lawful interception of multimedia calls and number portability. 
IM CN subsystem: (IP Multimedia CN subsystem) comprises of all CN elements for the provision of IP multimedia applications over IP multimedia sessions 

IP multimedia application: an application that handles one or more media simultaneously such as speech, audio, video and data (e.g. chat text, shared whiteboard) in a synchronised way from the user’s point of view. A multimedia application may involve multiple parties, multiple connections, and the addition or deletion of resources within a single IP multimedia session.  A user may invoke concurrent IP multimedia applications in an IP multimedia session.

IP multimedia service: an IP multimedia service is the user experience provided by one or more IP multimedia applications.  

IP multimedia session: an IP multimedia session is a set of multimedia senders and receivers and the data streams flowing from senders to receivers.  IP multimedia sessions are supported by the IP multimedia CN Subsystem and are enabled by IP connectivity bearers (e.g. GPRS as a bearer).  A user may invoke concurrent IP multimedia sessions.

Local service: See definition in [14].

<END OF 1st CHANGE>

<BEGINNING OF 2nd CHANGE>

8
Interworking to other networks

The IMS shall:

-
Support for interworking between the packet and circuit switched services, and with PSTN and ISDN.
-
Support for interworking with Internet.
-
Support for basic voice calls and basic multimedia calls between IMS users and users in CS domain/PSTN-style networks, 
The boundary interworking shall be able to convey the information associated with the services listed below:
CLIP/CLIR;

Call Forwarding.

Also due to regulatory reasons the subscriber identity may be required to be conveyed via the IMS-CS/PSTN boundary to enable calling line identification services on both sides.

Support of:

Call barring,

Call waiting/hold,

MPTY,

on the boundary interface is for further study. 

-  Support interworking to other non 3GPP networks providing IP Multimedia sessions.

<END OF 2nd CHANGE>
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