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	Reason for change:
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	SA#29 postponed two CRs to TS 26.141and TS 26.235 (found in SP-050429) from SA4 due to the fact that stage 1 requirements was considered missing. This CR adds such a requirement to TS 22.279.

The capabilitiy to simultaneously render certain media types of a CS call and IMS session may be limited by a UE. Capability exchange alone may not be enough to resolve such conflicts. For instance:

· During a CS speech call, a UE may not be able to render additional speech accompanying a video clip in an IMS session. Although the UE have indicated that it is capable of receiving video clips, it is not clear whether accompanying speech should override CS speech or not.

· During a CS multimedia call, a UE may not be able to both display video from the CS call and images from the IMS session. Although the UE is not capable to fully render images and video simultaneously, it may be possible to view images in front of video.
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6
User experience of combinational services

When one of the participating users terminates the CS call of a combinational service, the IMS session may continue.

When one of the participating users terminates the IMS component of a combinational service, the CS call may continue.

When the user A sends media to a user B, the user B can accept or reject the media (confirmation from the receiving party is needed) and vice versa. 
If media, or parts thereof, accepted by a user cannot be rendered by the UE simultaneously with the CS call, conflicts shall be resolved such that the user is presented with
-
CS speech with preference over IMS speech/audio;

-
IMS visual media with preference over CS visual multimedia.
It shall be possible to initiate a combinational service with user perceived simultaneous setup of IMS session and CS call. The CS and IMS components can be established sequentially and on the failure of any of the setups the user may be prompted to decide whether to continue. The terminating user shall be able to accept or reject each component independently.
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