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1. Overall Description

SA2 has been discussing roaming support for MBMS, it has been noted that TS22.246 section 5 states:
“MBMS user services may be provided for many purposes to the user and may convey information of various kinds. E.g. some services may be used for traffic information, others for entertainment or for news services. Service classes denote a classification of MBMS user services according to their usage. However, service classes are not in the scope of 3GPP standardisation but may be subject of inter-operator service arrangements.”
And Section 5.1 states:

“Service classes
A user subscribed to a service class in the HPLMN shall be able to enjoy equivalent services in the same service class as provided by a visited PLMN without explicit subscription in the VPLMN.
Note :
This requirement enables roaming capabilities to be provided without the need for the user to resubscribe to the same or equivalent services in a VPLMN.  The details of how MBMS User Services are offered to roaming users are beyond the scope of this specification.”
It is understood from this SA1 requirement that when roaming the user receives the MBMS user service from the VPLMN

This implies that the VPLMN would need to obtain the user’s MBMS subscription information from the HPLMN. This has architectural, privacy and security implications though it is understood that the latter two may be part of an inter-operator agreement.

Currently this requirement has not been explicitly taken into account in Release 6 and as MBMS Release 6 is frozen in SA2, SA2 are considering studying this in release 7
2.
Actions:

To SA1

ACTION: 
SA2 kindly asks SA1 to clarify whether their requirements in this area are still valid and that SA2’s understanding of the requirements is correct in that when roaming the user receives the MBMS user service from the VPLMN

3.
Date of Next TSG-SA2 Meetings:

TSG-SA2 Meeting #50 
16th – 20th January 2005
Budapest, EU

TSG-SA2 Meeting #51
13th – 17th February 2005
Denver, NA
