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*** First modified section ***

3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the definitions in [1] are supplemented by the following definitions:

[...] 

Charging Data Record (CDR): A formatted collection of information about a chargeable event (e.g. time of call set-up, duration of the call, amount of data transferred, etc) for use in billing and accounting. For each party to be charged for parts of or all charges of a chargeable event a separate CDR shall be generated, i.e more than one CDR may be generated for a single chargeable event, e.g. because of its long duration, or because more than one charged party is to be charged.

[...]

*** Next modified section ***

3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

CDR
Charging Data Record

[...]

*** Next modified section ***

4
Main Requirements and High Level Principles

The main new requirements for 3GPP system charging and accounting are:

-
to provide a charging data record for all charges incurred and requiring settlement between the different commercial roles;

-
to allow fraud control by the Home Environment and the Serving network;

-
to allow cost control by the charged party;

[...]

*** Next modified section ***

5
Generation of Charging Data Records

The standard shall support the creation and transfer of charging records in order to facilitate:

-
interworking with Release 98 and earlier releases 

-
fraud management procedures;

-
detailed itemised billing

Generally, the information provided in the CDRs shall support the high level principles in section 4 (above) and the requirements identified for inter-operator charging as elaborated by the GSM Association. . The information listed below is the minimum requirement.

*** Last modified section ***

5.1
Charging Data Record Requirements

Call Detail Records shall be generated in the Serving Network to record chargeable User or Mobile Station activity and inter-carrier connections. Some of the information is provided by the user, other information is only available in the network element of the serving network.

Depending on the type of chargeable event some of the information may not be available or might not be required.
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