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Abstract of document:

This Technical specification document specifies the service requirements for Personal Network Management. The document provides user requirements of redirection of services and private network services.
Many subscribers possess more than one device for running mobile communication services. The devices differ in their capabilities. The capabilities qualify the devices more or less for specific end-to-end applications or particular media like audio, video, pictures. A part of the devices offers own radio access means for accessing the PLMN via UTRA, W-LAN, or other access technologies. The other devices are Terminal Equipments without radio access capabilities. The TS specifies requirements for allowing the users to manage their devices. The considered management functions of Personal Network Management comprise the setup and configuration of Personal Networks, the personalization for the termination of services within the Personal Network as well as the enabling of secure connections between the Personal Network Elements. This includes the management of Personal Area Networks with their local device connections and their available radio access means.

Two different scenarios are distinguished for Personal Network Management:

-
Personal UE Networks, which addresses the management of multiple UEs belonging to a single user. It contains the UE Redirecting Service that provides a service to redirect terminating services to selected UEs and Private Network services that provide a service to maintain privacy and enable restricted access to a PN.

-
PNE Networks, that extends the scope of considered managed objects from UEs to physically separated UE components and to attached MEs. It does not only extend the UE Redirecting Service and Private Network services by PAN-specific aspects but addresses the PAN Management with interactions of TEs and MEs required for applicable AIPN features

These two scenarios are handled separately within the TS as the requirements of Personal UE Networks and PNE Networks are focussed on different types of services. Personal UE Networks aim at an easy-to-use UE management whereas PNE Networks enable complex scenarios of local networks with alternative radio access means and AIPN-based requirements.

`Changes since last presentation to TSG-SA Meeting #30:
· Revision of term PNE to improve the usability as basic PN component

· Document restructuring with new terms for PNM phases and functionality (Action Item from SA1#30)

· Switch from the phased PNM approach to a distinction of two service types (Personal UE networks and PNE networks)
· Clarification of registration of public identity in a PN, without affecting existing UE registration to a PLMN (action item from SA#30)
· Clarification and consistency for differences between the PNM service types (Redirection services and Private network services)

· New section on private network services, to identify user requirements on maintaining privacy in a PN, where elements of a PN may not be publicly accessible.

· Requirements to allow Guest access into a PN, with access control functionality at PNM
· Alignment of Personal Network Identity with existing 3GPP identifiers

· New term and detailed requirements for the Personal Network Identity

· Additions to require interoperability with IMS and CS redirecting solutions

· Extension to allow IMS redirection of particular service media like video
· Addition of requirement on priority based redirection of services.
Outstanding Issues:

· Charging issues in PNE networks
· Further clarity in text, and explanation of use cases

· Security issues of ME access, referred currently to SA3

· Further clarity on the use of the term ME, in the context of PNM

Contentious Issues:

None
