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8.2.11
MultiParty (MPTY) Service
This service provides a mobile subscriber with the ability to have a multi-connection call, i.e. a simultaneous communication with more than one party.
8.2.12
Communication Diversion: Communication Forwarding on Mobile Subscriber Not Reachable (CFNRc)

This service permits a served user to allow the network redirect all incoming communications, or just those associated with a specific service, addressed to the called mobile subscriber’s address, but which is not reachable, to another address. The ability of the served mobile subscriber to originate communication is principally unaffected, but practically it is affected if the mobile subscriber is de-registered, if there is radio congestion or if the mobile subscriber for example is being out of radio coverage. If this service is activated, a communication is forwarded only if the mobile subscriber is not reachable.

The maximum number of diversions permitted for each communication is a service provider option. The service provider shall define the upper limit of diversions. When counting the number of diversions, all types of diversion are included.”

8.2.12.1
Service interactions with other supplementary services

Communication Diversion: Communication Forwarding on Mobile Subscriber Not Reachable (CFNRc) shall interact with the following supplementary services in exactly the same way as described in [2] for Communication Forwarding No Reply (CFNR):

Originating Identification Presentation (OIP)
Originating Identification Restriction (OIR) 
Terminating Identification Presentation (TIP)
Terminating Identification Restriction (TIR) 
Communication Diversion (CDIV); Communication Forward Unconditional
Communication Diversion (CDIV); Communication Deflection
Communication Diversion (CDIV); Communication Forward On not Logged-in
Communication Hold (HOLD) 
Communication Barring (CB) 
Message Waiting Indication (MWI)
Conference (CONF) 

CFNRc shall interact with the following services according to the following:
Communication Diversion (CDIV); Communication Forward Busy
If the terminating party is network determined busy, then CFB shall take precedence over CFNRc. Otherwise, if the terminating party is not network determined then there is no impact, i.e. neither supplementary service shall affect the operation of the other supplementary service. 

Communication Diversion (CDIV); Communication Forward No Reply
No interaction, i.e. neither supplementary service shall affect the operation of the other supplementary service.
Explicit Communication Transfer (ECT)

No interaction, i.e. neither supplementary service shall affect the operation of the other supplementary service.

MultiParty (MPTY) Service
No interaction, i.e. neither supplementary service shall affect the operation of the other supplementary service.
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