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The following text is proposed as baseline for the standard TS Clauses: 

· Introduction, 

· Scope, 

· References and, 

· Definitions and Abbreviations:

The expected reference documents are listed, this list can be amended prior to TS submission for information, if necessary.

Introduction

The response to emergency situations (e.g. floods, hurricanes, earthquakes, terrorist attacks) depends on the communication capabilities of public networks. In most cases, emergency responders use private radio systems to aid in the logistics of providing critically needed restoration services. However, certain government and emergency management officials and other authorised users have to rely on public network services when the communication capability of the serving network may be impaired, for example due to congestion or partial network infrastructure outages, perhaps due to a direct or indirect result of the emergency situation.

Multimedia Priority Service, supported by the 3GPP system set of services and features, is one element creating the ability to deliver calls of a high priority nature from mobile to mobile networks, mobile to fixed networks, and fixed to mobile networks.

1
Scope

The Multimedia Priority Service is intended to be utilised for both Voice and Data in the Packet-switched (PS) domain and the IP Multimedia Subsystem (IMS).

Multimedia Priority Service allows qualified and authorized users to obtain priority access to the next available radio channel on a priority basis before other PLMN users during situations when PLMN congestion is blocking session establishment attempts. In addition, Multimedia Priority Service supports priority sessions an "end-to-end" priority basis.

This scope of this specification shall be to document those requirements of the Multimedia Priority Service necessary to provide an end-to-end service and to interwork with external networks where needed. Service interactions with external networks are considered within the scope of this document although the specification of these interactions may be in other standards.  If this occurs, a reference to that specification shall be made.

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
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3
Definitions and abbreviations

Refer to [1] for definitions and abbreviations used in this document that are not defined below.

3.1
Definitions

3.2
Abbreviations

Conclusion

It is proposed this text is accepted into 3GPP TS 22.xyz: Multimedia Priority Service in Emergency Services

