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	Currently, conditional CSI initiation is not possible.

Sometimes originating user wants to establish a CS call only if the remote user is currently CSI capable. Use case in mind: a user just bought a new car and wants to tell it to his friend but only if it is possible to show him a picture of the car at the same time. So, user starts a CS call which will be established only if this is possible, i.e. only if remote user is currently CSI capable. If remote user is currently not CSI capable, call will not be established and originating user could be informed accordingly.
To provide this use case by CSI, a new requirement is needed.
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5
General requirements
In addition to the existing IMS requirements [3], the following general requirements apply for CSICS:
It shall be possible to establish a combinational service between two users within the same PLMN or within different PLMNs.

It shall be possible to establish a combinational service between two users camped on identical or different RATs.

It shall be possible to establish a combinational service when roaming, assuming the visited operator supports GPRS roaming.
The user (A or B party) shall only need to know one address in order to establish the combinational service. 

It shall be possible to add an IMS session to a CS speech call, thereby creating a combinational call.

It shall be possible to add a CS speech call to an IMS session, thereby creating a combinational session.
It shall be possible to add an IMS session to a CS Multimedia call, thereby creating a combinational call.

It shall be possible to add a CS Multimedia call to an IMS session, thereby creating a combinational session.

The following two service modes will exist in regards to IMS registration depending on different UE implementations:

1)
IMS pre established state: the CSICS capable UE performs the IMS registration at switch on. 

2)
IMS on demand state: the CSICS capable UE performs the IMS registration:

-
to start the communication, or

-
to add a IMS session to an existing CS call.

Interoperability between UEs that implement such different approaches shall be enabled.
During a CS call it shall be possible to request establishment of the IMS session whether the invited UE is IMS registered or not. The invited user shall be able to accept or reject the IMS registration request.

A combinational service shall enable both unidirectional and bi-directional exchange of PS data within the context of the IMS session.
Conditional establishment of a CS call between two users based on the current CSI capabilities of the terminating UE shall be possible.
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