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	According to the present specification there is no requirement for a response from the UE towards the HPLMN on  being directed/requested to perform  steering of roaming. In case that the UE in manual mode, the HPLMN may send the direction/request to the UE repeatedly, because the HPLMN does not know that the UE ignores the direction/request deliberately. In addition in case that the UE ignores the request from the HPLMN the reason should be notified to the HPLMN along with the response.
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	Following requirement on UE response is added. 
The HPLMN shall be notified if the UE accepts the steering request. 
If the UE ignores or cannot accept the instructions from HPLMN, the UE shall along with the negative notification, provide the reason.
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	The HPLMN does not know the direction/request is accepted by the UE or not, which causes the uncomplete steering of roaming.
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3.2.2.8 Steering Of Roaming

Steering to a specific VPLMN

It shall be possible for the HPLMN at any time to direct a UE, that is in automatic mode, to search for a specific VPLMN and, if it is available, move to that VPLMN as soon as possible. The HPLMN shall be notified if the UE accepts the steering request. This VPLMN shall then be regarded as the highest priority VPLMN as defined by the operator. This process shall be done transparently and without inconvenience to the user. 

If the UE is in manual mode, the steering request shall be ignored.

If the UE is registered on a VPLMN that is present on the User Controlled PLMN List, the steering request shall be ignored. 
If the UE ignores or cannot accept the instructions from HPLMN, the UE shall along with the negative notification, provide the reason.
The UE shall attempt to register on the specified VPLMN even if the specified VPLMN is present on a Forbidden List. 

This mechanism shall be available to the HPLMN even if the VPLMN the UE is registered on is compliant to an earlier release of the 3GPP specifications.
VPLMN Redirection

It shall be possible for the HPLMN to request a UE, that is in automatic mode, to find and register on a different VPLMN from the one it is currently using or trying to register on, if another VPLMN, that is not in a Forbidden List, is available. The original VPLMN shall then be treated as the lowest priority VPLMN and would not be selected by the UE unless it is the only one available to the UE or has been selected in manual mode. This process shall be done transparently and without inconvenience to the user.

If the UE is in manual mode, the redirection request shall be ignored. 

If the UE is registered on a VPLMN that is present on the User Controlled PLMN List, the redirection request shall be ignored.

This mechanism shall be available to the HPLMN even if the VPLMN the UE is registered on is compliant to an earlier release of the 3GPP specifications.
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