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References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
Void

[2]
3GPP TS 22.250: "Stage 1, IMS Group Management"
[3]
RFC 2486: "The Network Access Identifier"

[4]
3GPP TS 21.133; "3G Security; Security Threats and Requirements"
[5]
3GPP TS 26.140; "Multimedia Messaging Service (MMS); Media formats and codecs"
[6]
3GPP TS 26.234: "End-to-end transparent streaming Service (PSS); Protocols and Codecs".

[7]
3GPP TS 22.228; "Service requirements for the Internet Protocol (IP) multimedia core network subsystem; Stage 1"
[8]
3GPP TS 26.244: "Transparent end-to-end packet switched streaming service (PSS); 3GPP file format (3GP) ";

  [9]
3GPP TS 26.245: "Transparent end-to-end packet switched streaming service (PSS); Timed text format".

[xx]
3GPP TS 23.038: " Alphabets and language-specific information"
[yy]
3GPP TS 23.040: "Technical realization of the Short Message Service (SMS) "
************ next modification ********
11
Interworking


It should be possible for the IMS Messaging subscriber to send/receive deferred messages to/ from subscribers of 3GPP defined messaging services (SMS, EMS, MMS), without having to know beforehand which messaging client the receiving user has. 
The user experience shall be consistent with the existing service expectations, including the use of delivery notifications in IMS Messaging as required for mapping to/from SMS, EMS and MMS status messages.
For interworking between IMS Messaging and SMS/EMS,

- The minimum set of supported formats should be aligned with allowed formats used in other 3GPP-defined SMS/EMS services supporting media (data coding) formats, with text format as in TS 23.038 [xx] and additional EMS data formats as in TS 23.040 [yy].   

Optionally, it should be possible to send/receive messages to/from users of fixed Internet messaging service (e.g. SMTP and SIMPLE based services).
*********** End modification ********
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