Page 1



TSG-SA WG1 #33
S1-060750
Lisbon, Portugal,  26th – 30th June 2006 
Agenda Item: 9.2
	CR-Form-v8

	CHANGE REQUEST

	

	(

	22.011
	CR
	
	(

rev
	
	(

Current version:
	7.3.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Paging Permission with Access Control

	
	

	Source:
(

	NTT DoCoMo Inc.

	
	

	Work item code:
(

	TBD
	
	Date: (

	26/07/2006

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Ph2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)


	
	

	Reason for change:
(

	There is a priority communication service which is produced to an authorised user (e.g. government, police) by using priority mechanisms such as special access class (i.e. access classes 11 to 15) allocation and high priority level allocation of eMLPP. However there is an issue in the emergency situation (e.g. earthquake) that the authorised user cannot access to the corresponded user when access class barring is applied to the corresponded user. The communication originated by the authorised user is important because they would save some fatalities, e.g. call back of emergency call. 
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4
Access control

[…]
4.x
Paging permission with access control
· Paging permission of the UE applied access restriction shall be possible, and
· Both of originating calls and terminating calls shall be able to be simultaneously barred.
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