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*** MODIFICATION ***
4.2.5
Interaction with Supplementary Services

4.2.5.1
General
This subclause defines the interactions between supplementary services and the redirection services. 
There is no impact on the registration, erasure, activation, deactivation of Supplementary Services.
4.2.5.2
Line Identification
4.2.5.2.1
IMS: Originating Identification Presentation (OIP), CS: Calling Line Identification Presentation (CLIP)

4.2.5.2.2
IMS: Originating Identification Restriction (OIR), CS: Calling Line Identification Restriction (CLIR)

4.2.5.2.3
IMS: Terminating Identification Presentation (TIP), CS: Connected Line Identification Presentation (COLP)

4.2.5.2.4
IMS: Terminating Identification Restriction (TIR), CS: Connected Line Identification Restriction (COLR)

4.2.5.3
IMS: Communication Diversion (CDIV), CS: Call Forwarding
4.2.5.3.1
IMS: Communication forwarding unconditional (CFU) CS: Call Forwarding Unconditional (CFU)

4.2.5.3.2
IMS: Communication forwarding busy (CFB) CS: Call Forwarding on Busy (CFB)

4.2.5.3.3
IMS: Communication forwarding no replay (CFNR) CS: Call Forwarding on No Reply (CFNRy)

4.2.5.3.4
IMS: Communication forwarding Not Logged-in (CFNL) 

4.2.5.3.5
CS: Call Forwarding on Not Reachable (CFNRc)

4.2.5.4

IMS: Communication Hold (Hold) CS: Call Hold (CH)

4.2.5.5
IMS: Communication Waiting (CW) CS: Call Waiting (CW)

4.2.5.6
IMS: Advice of Charge (AoC) CS: Advice of Charge (AoC)
4.2.5.7
IMS: Communication Barring (CB), CS: Call Restriction Supplementary Services (Call Barring and Operator Determined Barring)
4.2.5.8
IMS: Explicit Communication Transfer (ECT) CS: Transfer Explicit Call Transfer (ECT)
4.2.5.9
IMS: Communication Deflection (CD) CS: Call Deflection (CD)

4.2.5.10
IMS: Conference (CONF), CS: MultiParty (MPTY)
4.2.5.11
IMS: Completion of Communication to Busy Subscriber (CCBS) CS: Completion of Call to Busy Subscriber (CCBS)
4.2.5.12
Closed User Group (CUG)
4.2.5.13
User-to-User Signalling (UUS)
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