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	The existing stage 1 requirements on ODB for "WLAN Direct IP Access and WLAN 3GPP IP Access" have been deleted during SA1#32 as requested by CT4 as it seemed they could not be fulfilled in stage 3 and were missing in stage 2. After clarification by SA2 CT4 confirmed in LS S1-061231 that fulfilling these requirements in feasible with a mechanism suggested by SA2. SA1 was asked to add the requirments again if necessary. 
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Operator Determined Barring

Access to services via an interworking WLAN is different in nature to circuit and other 3GPP packet oriented services, and therefore has different requirements for Operator Determined Barring.

As described in the following categories, the Service Provider may at any time activate this feature and this shall terminate any relevant services in progress, and bar future requests for service covered by the barring category:

-
It shall be possible to bar subscribers attached via an Interworking WLAN completely from the interworked service capabilities.

-
It shall be possible to bar a subscriber from requesting interworking through access points that are within the HPLMN whilst the subscriber is WLAN connected via a VPLMN

-
It shall be possible to bar a subscriber from requesting packet-oriented services from access points that are within the roamed to VPLMN.
-
It shall be possible to bar a subscriber from requesting direct Internet access from access points that are within the I-WLAN
The term 'access point' is used to indicate the Network Element (e.g. PDG or GGSN) or part of the Network Element (e.g. PDG or GGSN) that is specified by a particular APN.
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