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	Conflict in priority handling of public emergency calls and  railway emergency calls in GSM-R networks
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	The restriction on the pre-emption of ongoing TS12 (public emergency) calls should be mandatory only for public networks 

	
	

	Consequences if 
(

not approved:
	During a Railway Emergency, a GSM-R network could be overloaded by railway employees making public emergency calls, potentially impairing the reliability of safety related Railway Emergency Calls.  
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	According to the EIRENE SRS, public emergency calls in GSM-R networks have eMLPP priority 2 and can be pre-empted by ETCS and Railway Emergency calls, which have priority 1 and 0 respectively.  
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A subscriber shall be able to set her mobile station to automatic answer a call if the incoming call is of or exceeds a defined priority level, respectively.


In case of called mobile subscriber busy, the on‑going call shall be pre‑empted (or set automatically on call hold by the mobile station in case of telephony and if the subscriber is entitled to call hold services) to accept the incoming call with the priority defined for automatic answering. If the on‑going call is a point‑to‑point call, this function is only possible if the subscriber has a subscription for Call Waiting (CW).

NOTE:
In public networks, the pre‑emption of an on‑going  TS12 call (emergency call) may be prohibited, subject to national regulations.


The definition of the priority level which shall cause automatic answering of an incoming call or pre‑emption of another on‑going call shall be stored in the mobile station and can be changed by the subscriber.


If a mobile station does not automatically accept an incoming call while being idle and the user does not accept the call, the call may be forwarded to another party if Call Forwarding on No Reply (CFNRy) applies.


If a mobile station does not pre‑empt an on‑going point‑to‑point call to accept an incoming call of higher priority, the call is indicated by CW and the user may still accept the incoming call. It the user rejects CW, the call may be forwarded to another party if Call Forwarding on mobile station Busy (CFB) applies.


If the mobile station does not pre‑empt an on‑going voice broadcast or voice group call to accept an incoming call of higher priority, the call may be forwarded to another party if CFNRy applies.
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