Page 1



TSG-SA WG1 #34
S1-061201
Paris, France,  23rd – 27th October 2006 
Agenda Item: 8 

	CR-Form-v8

	CHANGE REQUEST

	

	(

	42.068
	CR
	CRNum
	(

rev
	-
	(

Current version:
	6.1.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	VGCS: Correction on the use of ‘listener’ and ‘talker’

	
	

	Source:
(

	Siemens AG

	
	

	Work item code:
(

	TEI
	
	Date: (

	23/10/2006

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Ph2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)


	
	

	Reason for change:
(

	The term ‘listener’ is used stage 1 and stage 2 specifications for VGCS. However, this term is not defined. It could be understood as a “listening service subscriber” or, wrongly, as a “listening dispatcher”. Also the term ‘talker’ also should not include the dispatcher who is talking.

Similarly ambiguities of the term ‘listener’ need to be corrected.

	
	

	Summary of change:
(

	Added definitions for ‘listener’ and ‘talker’

	
	

	Consequences if 
(

not approved:
	As these terms are used in other VGCS related specifications too a misleading stage 1 specification could cause problem in interoperability

	
	

	Clauses affected:
(

	3.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	Currently stage 2 uses the terms ‘listener’ and ‘talker’ in the intended way.


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

****** First Changed Section ******

3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the following terms and definitions apply:

Network operator: Entity which provides the network operating elements and resources for the execution of the VGCS.

Service provider: Entity which offers the VGCS for subscription. The network operator may be the service provider.

Voice group call: An instance of the VGCS initiated by a subscriber. This term is used synonymously with the term “VGCS call”.

Service subscriber: Mobile subscriber which subscribes to the VGCS.

Group identification (group ID): A numerical classification. The maximum number of group Ids which can be defined in one PLMN depends on the maximum number of group call areas defined in this PLMN. The maximum number of group Ids and group call areas combined is 108, Service subscriber shall be provided with one or up to 50 group Ids. 

Dispatcher: Particular fixed line or mobile users are identified within the network as dispatchers. Dispatchers shall receive all voice group calls to a certain group ID in a group call area (this shall be done automatically by the network). In addition they can initiate voice group calls to a group ID in a group call area. 

Dispatchers shall be connected to a voice group call by means of standard links via radio or via an ISDN. They shall be called by their MSISDN or ISDN number, respectively. When dispatchers initiate voice group calls, they shall call a particular MSISDN number which is related to a group ID and group call area. Dispatchers using the GSM network can be located outside of this group call area. 

The identities of the dispatchers are exclusively predefined in the network by the service provider. There will be none or up to five dispatchers involved in a particular voice group call. 

Destination service subscriber: Service subscriber to which the VGCS call is directed.

Calling service subscriber: Service subscriber which originates the VGCS call.
Talker, talking service subscriber: Service subscriber who is currently allowed to talk to other group call members.
Listener, listening service subscriber: Service subscriber who is listening to an ongoing voice group call. 
Calling dispatcher: dispatcher which originates the VGCS call.

Destination dispatcher: Pre-registered dispatcher to which the VGCS call is directed.

Destination subscriber: Destination dispatcher(s) and/ or destination service subscriber(s) to which the VGCS call is directed.

Group call area: Predefined area composed of one or a cluster of cells to which a particular VGCS call is distributed. The maximum number of group call area Ids which can be defined in one PLMN depends on the maximum number of group Ids defined in this PLMN. The maximum number of group Ids and group call areas combined is 108, The composition of a group call area is predefined in the network by the service provider. Changing of cell allocation in the network due to operational reasons will need an adaptation of the group call area definition. The group call area may include more then one MSC area and cells of more than one PLMN. 

Group call member: Any service subscriber or dispatcher participating in an on going voice group call.

Originator-to-dispatcher information: Information sent by the service subscriber originating a voice group call to the network during call setup for distribution to the dispatchers to be attached to the group call during call setup.
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