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Introduction 

We are suggesting both editorial changes as well as some with regards to the content. 

The second sentence of chapter 5.5 says that CAT should work for subscribers belonging to networks not controlled by 3GPP. We think that is should be up to those standardization bodies that standardize those networks to endorse the 3GPP CAT specifications instead of 3GPP to state that it should work. We therefore suggest removing that statement.
Chapter 5.5.1 talks about 22.228 but we think that the IMS multimedia specification is meant, i.e. TS 22.173. We suggest to delete some of the text in this chapter since it is felt to be outside SA1 fields of expertise..
Proposal

Please take the following comments and suggestions into account when discussing chapter 5.5 and 5.5.1 of TR 22.982.

*******************  Start modification **********

5.5
Study Interaction with IMS

The following diagram is being proposed in order to show CAT interaction with other IMS services: MITe [2], Charging, User Profile (GUP) [3], Multi-media Resource Function etc.
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5.5.1
Interaction with Multimedia Telephony Service

There will be a possibility for dynamic services interaction/invocation between CAT services and MITe Supplementary Services, as specified in 22.173.
· 
· 
· 
· A User Profile (GUP) will include necessary information in order to support services orchestration


· 
· 
· 
When Using CAT with MITe

· There will be a possibility to configure different CAT’s for User Equipment with different media capabilities
· CAT Media will be distinguished with the help of Communication Service ID

· Communication Service ID for Multimedia Telephony may be used as being defined in  3GPP SA2 

*******************  End modification **********
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