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This document proposes an editor's note for clause 3, definitions to give guidance for further work to define appropriate terms and to replace confusing synonyms throughout the document.
===================== Start of modification ====================
3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Public Warning System:   

Editor's Note: Currently many different terms are used throughout the document for similar meanings. There are three main groups of terms:

1. The message which is transmitted; Terms used in the TR for this are

- alert notification message

- emergency alert message

- warning information

- emergency notification

- alert information

2. The authority (or external system) which requires the message to be sent;

- alert message source

- message provider

- warning information provider

3. The area in which the message is transmitted;

- alert area

- alerting area

- notification area

- distribution area

- target area

- disaster area

- area desired by the warning information provider

It should be checked where the mentioned terms have the same meaning in the context of this TR and can be replaced by a common term which is defined in this clause. 

To find appropriate definitions it should be discussed if different terms and definitions for messages which are transmitted from an external authority to the 3GPP network operator and messages which are transmitted within the 3GPP network (i.e. from the network to certain users/areas) are needed.

Furthermore a term for the action taken by the UE after receiving the message could be defined (what is currently called "alerting the user").

It should also be considered if a differentiation between the area for which the external authority requests to transmit the message and the area where the message is really distributed is needed or if these areas are the same, because the request information is only accepted in the supported granularity. 
====================== End of modification ====================
